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ARI-HETRA is a Customer-focused
company specializing in maintenance
equipment for heavy-duty vehicles. We
lead in safety, reliability, durability,

and service. As a result, ARI-HETRA
products are the best value of their kind.
We support our Customers with a

team of skilled and dedicated employees.
For over 25 years, ARI-HETRA has been
the premium heavy-duty brand.

Some of the benefits we offer are:
ARI-HETRA Lebanon, Ohio m Safety-focused design.
Unsurpassed dedication to quality.
Durability for demanding environments.
Factory-direct sales, service, & installation.
Superior technology.

QUALITY

Our products are simply the finest of their kind. Each design is thoughtfully engineered to provide
years of reliable operation in a simple and functional package. ARI-HETRA has accomplished this
while offering the best in value to our Customers.

SAFETY

Our research and development goals are to improve the safety and efficiency of every product
we offer. The methods we use to meet these demands include redundant safety features, highest
quality materials, and expert manufacturing craftsmanship. Our culture reflects our enduring
commitment to produce the safest equipment possible. To do this, we submit our equipment to a
rigorous third-party testing required by The Automotive Lift Institute.



ACCESSORIES

4-5 ... Wireless Mobile Column Lifts
6-7 ... Cable Battery-Powered Mobile Column Lifts

89 ... Line-Powered Mobile Column Lifts
10........ Front & Rear Truck Adapters / Flat Plate Adapters / Reduction Sleeves
... Chassis Cross Beam / Snow Plow Adapter

12-13 .. Forklift Lifting Systems
14-15 .. Scissor Lifting Systems

18........ Support Stands

19... Transmission Jack

20........ Lifting Table

21....... Diesel Engine Stand / Engine Hoist
22........ Hi-Rise Clutch Jack

23 ... Waste 0il Drains

26........ Know the Facts
27 ... Aluminum Channel Duct
28........ Telescoping Exhaust Extraction Cane / Hose Reel

29..... Welding Fume Extraction

32-33 .. Heavy-Duty Tire Changers
34..... Tire Changer Accessories

35....... Medium/Light Duty Tire Changer
36........ Heavy-Duty Wheel Balancers

37 ... Inflation Safety Cages

38-39.. Floor Jacks

40........ Military Floor Jack / Wheel Dollies

11 ... Brake Lathes
42 ... Brake Maintenance Tools
43 ... Heavy-Duty King Pin Press

44........ Electro-Hydraulic & Two-Speed Manual Presses
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SYSTEMS



WIRELESS MOBILE COLUMN LIFTS
BPW SERIES

The ONLY Wireless Mobile Column Lift
powered by a low friction re-circulating
ball-screw for precise control and
ultimate efficiency.

97.5"

Ball-Screw Technology Wireless Communications Long Battery Life Redundant Safety System H-Beam Support Column

>
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Standard Wireless Lifts Specialty Wireless Lifts

Model RO idth Lengih Model RS G gt
BPW-6-M 12,000 Ibs.  32.28 in. (820mm) 16 in. BPW-6-XXW 12,000 Ibs.  48.23 in. (1,225mm)
BPW-6-A) 12,000 Ibs.  35.43 in. (900mm) 15 in. BPW-8-20 15,000 Ibs. 31.5in. (800mm) 20 in.
BPW-9-M 16,000 Ibs.  32.28 in. (820mm) 16 in. BPW-8-20W 15,000 Ibs.  35.43 in. (900mm)
BPW-9-A) 16,000 Ibs.  35.43 in. (900mm) 15 in. BPW-9-XW 16,000 Ibs. 36.61in. (930mm) 16 in.
BPW-10-AJ 18,000 Ibs.  35.43 in. (900mm) 13 in.

Power (per post):

110V, 60Hz, 1-PH.

48V DC - (4) 12V Batteries.
3 Amps charging max.
8-hour charging cycle.

2 HP Motor.




CABLE BATTERY-POWERED
MOBILE COLUMN LIFTS
(B SERIES

Direct Connection ensures safety
and productivity.




Standard Cable Battery-Powered Lifts

(B-9-M 16,000 Ibs.  32.28 in. (820mm) 16 in.
(B-9-AJ 16,000 Ibs.  35.43 in. (900mm) 15 in.
(B-10-AJ 18,000 Ibs.  35.43 in. (900mm) 13 in.
- 1
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Dimensions approximate. Sizes vary between
models. Model CB-8 shown above.

Specialty Cable Battery-Powered Lifts

(B-8-20 15,000 Ibs.  31.5 in. (800mm)
(B-8-20W 15,000 Ibs.  35.43 in. (900mm)

Power (per post):




LINE-POWERED MOBILE
COLUMN LIFTS
LP SERIES

Durable
| |

Tight Turning Radius & Small Footprint

Solid Steel Support Column

Advanced Controls
| |

Emergency Stop Button
| |

Ball-Screw Technology

® Longer life than ACME thread.

® No leaking seals like hydraulics.

= A multitude of ball bearings
sealed with grease fitting
ensure low friction.

u Lifetime performance.

Solid Steel Support Column

m 5 x rated capacity.

m Slim design of the H-Beam
columns allow for maximum
visibilty around each lift.

LP Model shown above with adjustable carriage.

Redundant Safety System

u Wedge-type safety device used in
elevators around the world.

= Automatically locks between
lifting carriage and H-beam.

m Uses downward force of load to
lock in place.



Standard Line-Powered Lifts Specialty Line-Powered Lifts

LP-6-M 12,000 Ibs.  32.28 in. (820mm) 16 in. LP-6-XXW 12,000 Ibs.  48.23 in. (1,225mm)

LP-6-A) 12,000 Ibs.  35.43 in. (900mm) 15 in. LP-8-20 15,000 Ibs.  31.5in. (80omm) 20 in.
LP-9-M 16,000 Ibs.  32.28 in. (820mm) 16 in. LP-8-20W 15,000 Ibs.  35.43 in. (900mm)

LP-9-A) 16,000 Ibs.  35.43 in. (900mm) 15 in. LP-9-XW 16,000 Ibs. 36.61in. (930mm) 16 in.

LP-10-A) 18,000 Ibs. 35.43 in. (900mm) 13 in.

Power Options
|

Electronic Overload Protection
| |

Safety Braking System

3.94"

Dimensions approximate. Sizes vary between
models. Model LP-8 is shown above.




FRONT & REAR TRUCK ADAPTERS
FRLT-15 & FRLT-M

FLAT PLATE ADAPTERS
FL-1-M-12.5, 16, & 20

REDUCTION SLEEVES
REGULAR DUTY - EP-2 & EP-2-9

HEAVY-DUTY - EP-2-HD

Regular Duty

Heavy-Duty



CHASSIS CROSS BEAM
TR-M32 & TR-M36

Allows operator to lift light vehicles by the
frame, acting like a two column lift for wheel-
free access. Durable wheels make the cross
beam easy to maneuver and adjustable lifting
pads avoid beam interference.

SNOW PLOW ADAPTER
TR-SNOW-36

Our snow plow adapter is designed to raise
trucks with side mounted snow plow wings and
single or dual rear axles.




FORKLIFT LIFTING SYSTEMS

Versatility

Provides stand-up under vehicle access.
Easy to perform repairs under forklift.
Compact design and easy storage.
Platform attaches to mobile lift carriage.




FORKLIFT ADAPTER
FL-SAL-4
DOUBLE END-DRIVE PALLET MOVERS

FORKLIFT ADAPTER

FL-RC-10-3

DOUBLE, TRIPLE, & QUAD END-DRIVE
PALLET MOVERS

LIFTING PLATFORM
FL-OM-12




HDXL SCISSOR LIFTING SYSTEMS

Features
]

Safety Features
|

WASH BAY SCISSOR LIFTS

14

XLA-458A

Air-Hydraulic Lifting Crosspiece is equipped with
sliding rollers.




SINGLE SCISSOR LIFTS

In-Ground Above Ground | R o o
1
i AN
- M e T M
30/ > 43 30" le 3077 T 43" #30'/ E
% % = =  —
Single Platform Length A" B” (o D” E”  Lifting Capacity =~ HDXL Weight Power
HDXL 900 . 236 344 2 106 75 10,700 Ibs.
19 ft. 8in. 20,000 Ibs.
HDXL 910 236 n/a n/a 75 60 9,400 Ibs.
HDXL 901 276 382 n/a 106 75 12,300 Ibs.
23 ft. 29,000 Ibs.
HDXL 911 276 n/a n/a 75 61 11,000 Ibs. 440V, 60 Hz, 3-PH, 30 Amps
HDXL 902 336 442 n/a 106 75 20,000 Ibs. 220V, 60 Hz, 3-PH, 60 Amps
28 ft. 50,000 Ibs.
HDXL 912 336 n/a n/a 75 60 18,700 Ibs.
HDXL 903 384 490 n/a 106 75 26,500 Ibs.
32 ft. 75,000 Ibs.
HDXL 913 384 344 2 106 75 25,200 Ibs.
In-Ground | A |
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T /1 AN
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Double  Platform Length A" B” c’ D”
HDXL 906 o 551 659 2 106
HDXL 916 ’ 551 n/a nfa 75
HDXL 907 . 630 738 2 106

52 ft. 6 in.
HDXL 917 630 n/a nfa 75
HDXL 908 . 650 758 2 106
54 ft. 2 in.
HDXL 918 650 n/a nfa 75

E”  Lifting Capacity HDXL Weight Power

75 23,300 Ibs. 440V, 60 Hz, 3-PH, 40 Amps
57,000 Ibs.

61 22,000 Ibs. 220V, 60 Hz, 3-PH, 80 Amps

75 33,600 Ibs. 440V, 60 Hz, 3-PH, 60 Amps
101,000 Ibs.

60 32,300 Ibs. 220V, 60 Hz, 3-PH, 120 Amps

75 45,300 Ibs. 440V, 60 Hz, 3-PH, 40 Amps
132,000 Ibs.

60 44,000 Ibs. 220V, 60 Hz, 3-PH, 80 Amps

15
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LIFTING

ACCESSORIES




SUPPORT STANDS

ARI-HETRA's line of support stands allow
you to free up your heavy-duty mobile
column lift system for use on other
vehicles. Each stand offers easy height
adjustment and a steel quick-release

pin with lanyard for added safety.

Model AB-24-04

Model AB-6-20
Model AB-6-12
Model AB-6-07
Model Capacity Adjustment Range
AB-6-07 Small 18,000 Ibs. 20 to 30 in. (2 in. steps)
AB-6-12 Medium 18,000 Ibs. 28 to 46 in. (2 in. steps)
AB-6-20 Tall 18,000 Ibs. 48 to 72 in. (2.75 in. steps)
AB-12-07 Small 30,000 Ibs. 24 to 36 in. (2 in. steps)

AB-12-12 Medium 30,000 Ibs.
AB-12-20 Tall 30,000 Ibs.

AB-24-04 Ultra Heavy-Duty 60,000 Ibs.

28 t0 46 in. (2 in. steps)
53 to 78 in. (2 in. steps)

48 to 74 in. (2 in. steps)



TRANSMISSION JACK
AH-2500 & AH-4000

Our heavy-duty transmission jacks are one

of the safest ways to raise productivity at

your shop. The single-stage electro/hydraulic
transmission jacks provide a reliable platform for
installing and removing almost any transmission
or driveline component.

= 10-foot pendant remote control.

= Durable 6 in. lockable casters provide
ease of movement.

= Universal cradle adjusts to service
most heavy-duty driveline components.

= (radle brackets and adapters supplied in a 115 VAC model shown.
built-in tool box.

AH-2500-BP & AH-4000-BP
BATTERY-POWERED

The AH-2500-BP and AH-4000-BP
transmission jacks offer the flexibility

of battery-powered operation and 110V
charging with all the robust strength and
features of our AH-2500 and AH-4000.

Battery-powered unit shown.

Lift Height Cradle Adjustment Locking Swivel Casters  Overall Dimensions Head  Shipping
Low High Front Back Side-to-Side Diameter Quantity L w H  Rotation Weight
36in. 71in. 12 deg. 12 deg. 12 deg. 6 in. 4 58 in. 42 in. 71in. 120 deg. 550 Ibs.



LIFTING TABLE
T1-2000

Lifetime self-lubricating, anti-friction
bushings at all pivot points.

115 VAC electric hydraulic pump.
Solid steel lifting surface.

Lockable casters provide ease

of movement.

Durable Steel construction for years
of safe service.

TRANSMISSION ADAPTER
T1-2000-S

This optional adapter works with the
TT-2000 for removal and replacement of
transmissions and differentials.

m Adapter capacity - 2,500 Ibs.
m Side-to-side rotation - 40 deg.
® Forward-aft rotation - 20 deq.

See also: TT-2000 L (low profile)

Lift Height Base Size Locking Swivel Casters  Lifting  Shipping
Low High Length Width Diameter Quantity Time  Weight

36 in. x 18 in. 3/4 HP  36in. 72in.  36in.  24in. 6 in. 4 2sec 480 Ibs.

Top Surface Motor



DIESEL ENGINE STAND
AH-06187

From Mounting Head to Ground ~ Height ~ Width  Length Front Rear

ENGINE HOIST
AH-09756

Adapters for Detroit, Cummins, CAT,
Allison, and others.

Mounting head tilts for engine
clearance in 360 degree rotation.

95 to 1 worm gear drive and long
handle provide easy engine rotation.
Floor locks keeps stand from moving
during repairs.

Full range of optional adapters.
Integral hydraulic jack for lifting.

Rotational Clearance Overall Dimensions Wheel Diameter :
Shipping Weight

35in. to 43 in. 45 in. 50 in. 54 in. 7in. 7in. 675 Ibs.

Battery-powered electric hydraulic unit for
freedom of movement.

Operates by hand-held remote control.
Spring retracting chain.

Extension tube extends at 15 in. increments.
Base frame collapses for tight storage area.
T-handles take weight off wheels to aid in
extending and retracting base.

Maximum capacity - 9,000 Ibs.

10 degree left-to-right boom rotation.

Boom Height Base Size
Low High Extended  Collapsed Width

43 in. 145 in. 125 in. 63 in. 51in. 10 deg. 1,700 Ibs.

Boom Rotation  Shipping Weight



HI-RISE CLUTCH JACK
AH-3000

Our hi-rise clutch jack is a smart,
efficient way to remove, install, and
transport heavy-duty 14 in. and 15.5 in.
truck and bus clutches and flywheels.

Full range of movement to position
heavy clutches and flywheels.

2-stage air/hydraulic pump.

Metered pump provides safe lowering.
Foot pedal raises and lowers load.
Casters provide ease of movement.

Steel construction for years of service.
High reach - 80 in. at clutch center point.
Wide base with low center of gravity
offers added stability.

2 in. spline shaft tilts easily by
rotating precision-machined handle.

Lift Height Base Size Locking Swivel Casters PSI Shipping
Low High  Length ~ Width  Diameter Quantity Required Weight
2in. 360 deg. 40 in. 80 in. 41 in. 41in. 4in. 4 100-160 105 Ibs.

Supplied Spline Shaft ~ Head Rotation



WASTE OIL DRAIN
WO0D-26

® Ppneumatic emptying.
= Drain plug for cleaning and
internal inspection.
= Metal drip tray with drain filter grid.
= Qil level gauge.

Extended Container Dimensions
Height Height  Width
70 in. 47 in. 22 in. 26 gal. 7.2

Capacity PSI Required

WASTE OIL DRAIN
WOD-31XL

m Quick recovery of fluid using shop air.

® 6 included suction wands of various
lengths and diameters.

= 8.5in. tray height when completely
lowered (including wheels).

m "S-hooks" around perimeter of
tool tray for tool storage.

Container Dimensions
Uy Lo PSI Required
Height width Capacity Capacity

60 in. 26 in. 13.5 gal. 32 gal. 7.2

Weight

85 Ibs.

Versatile Extraction:

m Grounded vehicle (gravity).
m |ifted vehicle (gravity).
m Suction via wands.

Weight

184 Ibs.
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EXHAUST
EXTRACTION



1in10 30 2012

mechanics are at risk for minutes of exposure is all the year Diesel Exhaust
cancer: including it takes for the brain to fire joined asbestos as a

mesothelioma. stress signals, increasing risk Group 1 carcinogen.
for Parkinson's & Alzheimer’s.

- Particle and Fibre Toxicology

ARI-HETRA KEEPS IT SIMPLE

- The Mesothelioma Center - International Agency for Research on Cancer

STEP 1 STEP 2

Pick a set-up to fit your budget and shop. We take the measurements and give you a
A. Mobile Cart B. Fixed Drop customn design and quote.

Lowest cost source Excellent for two bays, ARI-HETRA Tech-Specs

capture system that can  equip with simple hose  STEP 3

be moved to any bay.  drop, spring balancer, or  Your choice; you install or we will for you!
hose reel to keep the Existing HVAC and duct work? We can tie

C. Channel & Sliding Trolly ~ work area clear. into any existing central control systems.

Cost effective for 3 or more bays to share 1 hose
drop. Configure with options right for you; spring
balancer, hose reel, etc.

26



ALUMINUM CHANNEL DUCT

= Enables you to share the system between
service bays.

= Permits you to move vehicles around your
shop with the exhaust extraction system
still connected.

= (Can be used with Welding Fume
Extraction Systems.

= The ducting is made of solid extruded
aluminum.

= The side flanges form a double rail to support
and guide the hose trolly.

= Neoprene sealing lips are installed into the
channel with steel spring clips to make the
channel airtight.

= The neoprrene sealing lips are resistant
against exhaust gas and other chemicals.

Aluminum Channel Duct Sizes:

= ARI-2000 for trucks and buses. 1 set of
quides for hose carriage.

= ARI-3000 for heavy-duty vehicles. 2 sets of
qguides for hose carriage.

Vi

Neoprene Sealing Lips

11.25in.
15.15 in.

ARI-2000 with hose trolly.




TELESCOPING EXHAUST
EXTRACTION CANE
999-907

Rack and pinion height adjustability.
Lockable 5 in. caster wheels.

100 in. - 159 in. height adjustment.
Custom exhaust hood shapes available.
6 in. diameter steel extraction tube.
Powder-coated paint finish.

Comes with either truck or coach
stainless steel exhaust hoods.

Optional 1 HP Fan

Connection Options:

Top Slack Style Trash Truck/Coach Style
= Attached fan and hose.

= Mobile fan and hose reel cart.
= Existing extraction systems.

MOBILE HOSE REEL CART

= 25 feet of retractable hose.
= 10 feet of extension hose.
= 4 caster wheels for mobile use.




WELDING FUME EXTRACTION Available Products:

Pollution from fumes, gas, and dust is a serious -
problem in an enclosed shop environment. Most
welding fume particles are not breathable

and can be comprised of up to 80% sub
micron-sized particles. The best way to remove
this hazard is with ARI-HETRA's Welding Fume
Extraction System.

= Multi-position design allows you to
tailor extraction system to your projects.

= Exhaust Extraction Systems used with Slotted
Duct widens the area of possible extraction.

ARIflex is lightweight, compact, and
easily positioned, especially when
paired with outer articulating arm.
Used with a central suction system.

ARIflex Max F uses a suction trunk
type ARIflex Max with a high CFM
flow rate fan attached. It is a very
easy “do it yourself” installation.

ARI-A with outer parallelogram arm is
built for heavy-duty applications. It
has a wide range of motion when
used with an Aluminum Slotted
Suction Duct System.

Welding Extraction System with
parallelogram arm and plastic
fume hood.
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HEAVY-DUTY TIRE CHANGERS
WS-12660

STANDARD ACCESSORIES:
]
]

6-Jaw
Hydraulic Chuck

1.5 HP
13-40 in. (14-60 in.)
112 in. (2,850 mm)

60 in.

3in.

4,500 Ibs.
Double 4.5-9 RPM
110 in. x 106 in. x 82 in.

1.5 HP
13-40 in. (1-56 in.)
90 in. (2,300 mm)

49 in.

3in.
3,086 Ibs.
Double 4.5-9 RPM

97 in. x 84 in. x 69 in.

13in. - 40 in.
*14in. - 60 in.

“ With Extension

3-4 HP (220V, 3-PH, 60 Hz) 3-4 HP (220V, 3-PH, 60 Hz) 3-4 HP (220V, 3-PH, 60 Hz) 3-4 HP (220V, 3-PH, 60 Hz)

1.5 HP
13-40 in. (14-56 in.)
88 in. (2,250 mm)
45 in.
3in.
2,645 Ibs.
Double 4.5-9 RPM

98in. x 94 in. x 69 in.

112 in.

!

60 in.

1.5 HP

14-26 in.

63 in. (1,600 mm)

31in.
3in.

3,086 Ibs.

Single 6 RPM
73in.x 711in. x 49 in.




13in.-40in. 90in. ‘ !

“14in. - 56 in. 49in.

13in.-40in. 88in. Q

*14in. - 56 in. 45 in.

4

14in.-26in.  63in. g

31in.

WS-12650

6-Jaw
Hydraulic Chuck

WS-12645
|
|
|
|
4-Jaw

Hydraulic Chuck

WS-12630

4-Jaw
Hydraulic Chuck

AR

hetra
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HEAVY-DUTY TIRE CHANGER Thick Rim Adapters
OPTIONAL ACCESSORIES & 1695301748

APPLICATION CHART = W512660
e \\ . WS-12650
> ‘ m WS-12645

DP12 Pneumatic Bead Pressing Device Tubeless Roller

1695300102

m WS-12660

m WS-12650

m \WS-12645

m WS-12630

Chuck Extension Kit Center Hole Adapter 3 in. min @

1695301747

m WS-12660

‘ ‘ » ‘ m WS-12650

’ ‘ m WS-12645
Heavy-Duty Rim Clamp ------

Tire Changers

WS-12630 "

WS-12645 . oY o %‘

WS-12650 . oY o &O

WS-12660 " oY o %‘
Aluminum Rim Clamp WS-18600 i

Wheel Balancers

Ws-12880 ey G
Ws-12890 ey NG

m Match m Not For All Tire Sizes




32" CENTER-POST SWING

ARM TIRE CHANGER

@

12in.-32in.

WS-18600

12-32in.
47 in.
15in.
1 HP
Center Post
15in.
8,482 ft-Ib.
76 in.x 59 in. x 85 in.
835 Ibs.
110V, 60Hz, 1-PH, 20 Amps

Standard Accessories: Optional Accessories:

Rim clamp - 1695300099 :
2 x Drive pin quard - 1695107480 LT Truck Cone LT Centering Cone
2 x Memory ring for horizontal arms

2 x Rubber flange guard - 1695107444
Bead breaking lever - 1695300094

Bead breaker blade quard - 1695106152
Bead pressing wedge (low) - 1695103261
Plastic guard set (5 pcs.) - 1695101503 LT Truck Cone Wheel Lift w/ INTG
2 x Plastic centering cone cover - 1695107481 Roller Board

Bead bar - 1695102683
Plastic storage - 1695102226
Centering cone - 1695000289
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HEAVY-DUTY WHEEL BALANCERS

Wheel Capacity:

WS-12890

WS-12880

6-40in.
1-20in.
47 in.
22 in.
440 Ibs.
10g Truck/1g Car
100 RPM Truck/200 RPM Car
110V, 60 Hz, 1-PH
80 in. x 49 in. x 74 in.
38in.x 751in. x 48 in.




AUTOMATIC INFLATION
SAFETY CAGES

“Walk-Away” Auto Inflation Features:
WS-35026-70 S

m Locking cage. -

WS-35026-FE ! WS-35026
m Fully powered cage lift. g | n

m 139500 X 91 in. X 56 in. (LXWxH) 38

AR

hetra
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FLOOR JACKS

10 Tons 200 PSI 57 in. 18 in. - 51in. 163 Ibs.
Compatible Accessories:

Four-Step Air-Hydraulic Jack .

WS-16415
176,000 Ibs. A02354 116 - 145PSI 170 Ibs.
2 110,000 Ibs. i )
39in. x 13.75 in. X 56 in. A02406 ~ Min- Max Height
3 55,000 Ibs. AP0 '
33’000 |bs. 7 n. - 19 n.

r-Hydraulic Jack

176,000 Ibs. A02354 116 - 145 PSI 227 Ibs.

2 110,0001bs.  43in.x15in. x 611in. A02406  Min- Max Height

3 55,000 Ibs. A02410 12 in. - 33 in.




Three-Step Air-Hydraulic Jack

WS-16236
Step Capacity Dimensions (LXWxH) E?(ttae[r]lcs]?gr?s Wgr'é(siggréir Net Weight
1 132,000 Ibs. A02354 116 - 145 PSI 150 Ibs.
2 66,000 Ibs. 39in. x 14 in. x 56 in. A02406 Min - Max Height
3 40,000 Ibs. A02410 71in.-16.5in.
Three-Step Air-Hydraulic Jack
WS-16124
Step Capacity Dimensions (LxXWxH) Eittae?giaggs Wgrrglggréir Net Weight
1 132,000 Ibs. A02354 116 - 145 PSI 110 Ibs.
2 66,000 Ibs. 26 in. x 12 in. x 54.5 in. A02406 Min - Max Height
3 40,000 Ibs. A02410 4.751in.- 10 in.
Two-Step Air-Hydraulic Jack
WS-16300
Step Capacity Dimensions (LxXWxH) E?(ttirr]g?orgs Wgrrgs'ggré" Net Weight
1 88,000 Ibs. A02354 116 - 145 PSI 101 Ibs.
20.51in. x 11.75 in. x 55 in. A02406 Min - Max Height
2 44,000 Ibs.
A02410 8.5in.-18.25 in.

Two-Step Air-Hydraulic Jack

WS-16215
Step Capacity Dimensions (LXWxH) Eittaerr]g?ggs Wr?rré(s"s]gré” Net Weight
1 88,000 Ibs. A02354 116 - 145 PSI 90 Ibs.
20.51in. x 11.75 in. x 55 in. A02406 Min - Max Height
2 44,000 Ibs. _ i
A02410 6.5in. - 13.5in.

39
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MILITARY FLOOR JACK
WS-1945

WHEEL DOLLIES
AH-20330 & AH-20440

45,000 ID




ON-VEHICLE DISC BRAKE LATHE BRAKE DISCS, DRUMS, &
WS-BL44 & WS-BL44-T (TALL VERSION) FLYWHEEL LATHES
WS-BL2000

19.5in.
4.75in.
2.51n.
35-90 RPM
2 HP
220V, 60 Hz, 1-PH

10 - 120 RPM
9.4 -33.5in.
0-20in.
20-120 RPM
2.5 HP
3 HP
56 in. x 72 in. x 58 in.
1,697 Ibs.

Optional Accessories:

1 S &

AA0251 AA0056 AA0061 AA0265 220V, 60 Hz, 3-PH
10 x 335 mm 6 x 170 mm 8 X 275 mm 6 x 205 mm

AA0275 AA0077 AA0078 BLP-UT0012
6 X 245 mm 5x 203 mm 5x 130 mm




BRAKE MAINTENANCE TOOLS

BRAKE CALIPER JACK:
WS-18-BC

Optional WS-18-BC Accessories:

42

BRAKE HUB REMOVAL JACK:
WS-18-HR

= 1,100 Ibs. of lifting power.

m 6 in. heavy-duty wheels make movement
around the workshop safe and easy.
m Safe removal and replacement of wheel hubs.

WS-18-HR Accessories:

* included with product

9319 Drum Adapter
(9509 Ratchet Strap Not Shown)

#9316 Over Road 9315 Briggs #9307 9317 IVECO
10 Stud Adapter 10 Stud Adapter 10 Stud Adapter 6 Stud Adapter

Tall Versions Available!

WS-18-BC-T WS-18-HR-T




HEAVY-DUTY KING PIN PRESS
KPP-143

The KPP-143 presses out steering knuckle king
pins and spring pin bushings on trucks and
buses. Its front wheel dollies, adjustable press
frame, and pneumatic lift and return stroke
makes it easy to maneuver and set up around
all potential obstacles.

143,000 Ibs.
12in.

19in.
4.75in.
6,091 PSI
188 PSI

285 |bs.
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ELECTRO-HYDRAULIC PRESS
HDEP SERIES

TWO-SPEED MANUAL PRESS
HDMP SERIES

HDEP Series

HDMP Series

HDEP-33 33 Tons 39 7 10in. 25qt.  12IPM
HDEP-44  44Tons 82 34 62 31 45 8 10in. 25qt.  121PM
HDEP-55  55Tons 82 34 62 31 45 8 10in. 2.5qt.  8IPM
HDEP-77  77Tons 87 35 69 35 44 12in.  4.75qt. 10 IPM
HDEP-110 110 Tons 89 35 76 40 42 12in.  4.75qt. 7IPM
HDMP-33  33Ton 79 24 51 28 39 75in. N/A N/A

HDMP-44 44Ton 83 34 56 31 45 7.5in. N/A N/A

HDMP-55 55Ton 83 34 56 31 45 7.5in. N/A N/A

HDMP-77 77Ton 88 35 62 34 45 8in.  N/A N/A

HDMP-110 110Ton 90 35 68 40 42 8.5in. N/A N/A

“IPM = Inches Per Minute




ARI-HETRA ON CONTRACT

ARI-HETRA has partnered with many entities to establish pre-competed contract pricing on our
full line of equipment. These contracts help simplify and expedite the procurement process for all
Federal, State, and Local Government Purchasing Agencies.

U.S. General Services Administration
Contract #: GS-07F-291AA

All federal agencies and activities in the Executive, Legislative, and Judicial
branches, the Government of the District of Columbia, mixed ownership
government corporations, government contractors, as well as other activities
and organizations duly authorized by statute or requlations are eligible.

Purchase directly through FedMall
www.dla.mil /Info /FedMall

Purchase directly from FedMall (formerly DoD Emall). An e-commerce ordering
system for Department of Defense (DoD), Federal, State, and authorized

local Agencies to search for and acquire products from government reserves
and commercial sources. Buyers will have access to tens of millions of
individual items of supply, from centrally managed DoD and General Service
Administration (GSA) assets to commercial off-the-shelf (COTS) products.
"GACB Houston-Galveston Area Council

Toe smart FuRcnasine uy Contract #: 4 FLO3-19

Contract is available nationwide to all states, state agencies and local

governments, including non-profit providing governmental services. Eligible
for use upon execution of simple Interlocal Contract.

California Multiple Award Schedule
Contract #: 4-13-56-0053A

All California state and local government agencies, school districts, utilities, and
other entities authorized to expend public funds are eligible to participate in
the CMAS program.

Purchase directly through GSA Advantage!®

A .
[SR% Advantage! www.gsaadvantage.gov

Purchase ARI-HETRA equipment directly. GSA Advantage is an online shopping
and ordering system for Federal government employees providing access to
thousands of contractors and millions of products and services. State and local
government entities can also utilize GSA Advantage!®

NCP.

National Cooperative Purchasing Aliance

National Cooperative Purchasing Alliance
Contract #: 05-21

Leading national government purchasing cooperative in all 50 states. Over
90,000 agencies nationwide from both the public and nonprofit sectors are
eligible to utilize NCPA's cooperative purchasing contracts.

BuyBoard Purchasing Cooperative
Contract #: Lifts 551-17, Exhaust 552-17, Wheel 553-18

Public schools, cities, counties, universities, and nonprofit organizations in
Texas and beyond are eligible to use this cooperative. Nearly 70 contracts
available with vendors awarded through a competitively priced process.

Florida Sheriffs Association Cooperative
Contract #: FSA19-VEH17.0

This contract is available for use by Florida State agencies, local governments,
educational institutions, municipalities, and other entities for purchase of specific
ARI-HETRA Mobile Column Lift models under the “Vehicle Lift” category. Out of
state sales are permitted under this contract, however, all agencies are bound by
their local governing purchasing ordinances, rules, and requlations.

Call 800-562-3250

for more information on your specific contract
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