
	

	Base Genset Configuration – Stationary Diesel Gensets

	 

	Cummins Inc.  

	Base Genset Configuration – Stationary Diesel Gensets 

	Houston TX 77028 United States 

	Direct: 612-246-5136 



	September 30, 2019   

	  

	Project Name: HGAC Pricing - Diesel 2019  

	  

	Quotation: 4674000000052795   

	  

	Thank you for your inquiry. We are pleased to quote as follows: 



	     
	         
	USD

	Item
	Description
	Qty

	 
	 
	 

	  
	Diesel Genset: 60Hz-10kW-20kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C10 D6
	10kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L222-2
	Emissions Certification, EPA, Tier 4i, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV31-2
	CB,Loc A,20A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D036-2
	Engine Air Cleaner-Heavy Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F065-2
	Rack-Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$16,002.59

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-10kW-20kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C15 D6
	15kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L222-2
	Emissions Certification, EPA, Tier 4i, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV33-2
	CB,Loc A,30A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D036-2
	Engine Air Cleaner-Heavy Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F065-2
	Rack-Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 SPEC-A
	Product Revision - A
	1 

	 CP01-2
	Common Parts Listing
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$16,082.47

	 
	 
	 

	  
	Diesel Genset: 60Hz-10kW-20kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C20 D6
	20kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L222-2
	Emissions Certification, EPA, Tier 4i, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV34-2
	CB,Loc A,40A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D036-2
	Engine Air Cleaner-Heavy Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F065-2
	Rack-Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 SPEC-A
	Product Revision - A
	1 

	 CP01-2
	Common Parts Listing
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$16,556.83

	 



	 
	 

	  
	Diesel Genset: 60Hz-25kW-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C25 D6
	25kW, 60HZ, Standby, Diesel
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV35-2
	CB,Loc A,50A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 Battery - SAE 31
	12 Volt, Lead Acid
	1

	 
	 
	 

	 
	Sub Total 
	$17,899.02

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-25kW-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C30 D6
	30kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV36-2
	CB,Loc A,60A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$17,899.02

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-25kW-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C35 D6
	35kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV37-2
	CB,Loc A,70A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$18,081.30

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-25kW-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C40 D6
	40kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV38-2
	CB,Loc A,80A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$18,365.18

	 
	 
	 

	  

	Diesel Genset: 60Hz-25kW-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C50 D6
	50kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV37-2
	CB,Loc A,70A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 SPEC-A
	Product Revision - A
	1 

	 CP01-2
	Common Parts Listing
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$18,821.11

	 

	 
	 

	  
	Diesel Genset: 60Hz-50kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C50 D6C
	Genset-Diesel, 60Hz, 50kW-Standby Rating 
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H720-2
	AmpSentryTM Protective Relay
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV38-2
	CB,Loc A,80A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-B
	Product Revision - B
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$19,818.37

	

	
	

	  
	Diesel Genset: 60Hz-25kW-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C60 D6
	60kW, 60HZ, Standby, Diesel Genset
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F231-2
	Enclosure-Alum, Sound,Att,Level 1,w/Exhaust System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H608-2
	Control Mounting-Right Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV41-2
	CB,Loc A,125A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$20,508.41

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-60kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C60 D6C
	Genset-Diesel, 60Hz, 60kW-Standby Rating
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H720-2
	AmpSentryTM Protective Relay
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV41-2
	CB,Loc A,125A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-B
	Product Revision - B
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$20,889.99

	 
	 
	 

	  
	Diesel Genset: 60Hz-80kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C80 D6C
	Genset-Diesel, 60Hz, 80kW-Standby Rating 
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H720-2
	AmpSentryTM Protective Relay
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV42-2
	CB,Loc A,150A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 SPEC-B
	Product Revision - B
	1 

	 CP01-2
	Common Parts Listing
	1 

	 BATTERY - GROUP 26
	12 VOLT LEAD ACID
	1

	 
	 
	 

	 
	Sub Total 
	$21,898.31

	 
	 
	 

	  
	Diesel Genset: 60Hz-100kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C100 D6C
	Genset-Diesel, 60Hz, 100kW-Standby Rating
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H720-2
	AmpSentryTM Protective Relay
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV44-2
	CB,Loc A,200A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 SPEC-B
	Product Revision - B
	1 

	 CP01-2
	Common Parts Listing
	1 

	 A045P632
	Battery-Wet,12V,Group 34,850CCA
	1 

	 Battery - Group 24
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$25,031.89

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-125kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C125 D6C
	Genset-Diesel, 60Hz, 125kW-Standby Rating
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H720-2
	AmpSentryTM Protective Relay
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KV45-2
	CB,Loc A,225A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F253-2
	Rack, Larger Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-A
	Product Revision - A
	1 

	 Battery - Group 24
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$25,591.70

	 
	 
	 

	 
	 
	 

	  
	Genset-Diesel, 60Hz,150kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C150 D6D
	Genset-Diesel, 60Hz,150kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 KV45-2
	CB,Loc A,225A,3P,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 F065-2
	Rack-Battery
	1 

	 SPEC-B
	Product Revision - B
	1 

	 CP01-2
	Common Parts Listing
	1 

	 A046L319
	Paint,Onan Green-0.5oz Brush In Cap Bottle,Enclosure Touch Up
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$34,341.58

	 
	 
	 

	 
	 
	 

	  
	Genset-Diesel, 60Hz,175kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C175 D6D
	Genset-Diesel, 60Hz,175kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 KX51-2
	CB,Loc A,125A-400A,3P,LSI,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 F065-2
	Rack-Battery
	1 

	 SPEC-B
	Product Revision - B
	1 

	 CP01-2
	Common Parts Listing
	1 

	 A046L319
	Paint,Onan Green-0.5oz Brush In Cap Bottle,Enclosure Touch Up
	1 

	 Battery - Group 24
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$37,774.92

	 
	 
	 

	 
	 
	 

	  
	Genset-Diesel, 60Hz,200kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 C200 D6D
	Genset-Diesel, 60Hz,200kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L193-2
	NFPA 110 Type 10 Level 1 Capable
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F216-2
	Enclosure-Aluminum,Weather Protective,w/Exh System
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B943-2
	Alternator-60Hz,12L,480/277V,120C,40C amb
	1 

	 H700-2
	Generator Set Control-PowerCommand 1.1
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H012-2
	Gauge-Oil Pressure
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KV03-2
	Load Connection-Single
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 KX51-2
	CB,Loc A,125A-400A,3P,LSI,600VAC,80%,UL
	1 

	 P176-2
	Enclosure Color-Green,Aluminum Enclosure
	1 

	 F252-2
	Enclosure - Wind Load 180MPH, ASCE7-10
	1 

	 C319-2
	Fuel Tank-Basic, 2 Wall, Sub Base, 24Hr Minimum
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 A422-2
	Engine Starter - 12 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 BB89-2
	Battery Charger - 6 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 E153-2
	Coolant Heater, Cold Ambient
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F065-2
	Rack-Battery
	1 

	 H268-2
	Extension-Oil Drain
	1 

	 SPEC-B
	Product Revision - B
	1 

	 CP01-2
	Common Parts Listing
	1 

	 A046L319
	Paint,Onan Green-0.5oz Brush In Cap Bottle,Enclosure Touch Up
	1 

	 Battery - Group 24
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$39,343.02

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-230/210kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 230DSHAD
	Genset-Diesel,60Hz,230kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F182-2
	Enclosure-Steel,Weather Protective,with ExhSys
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H643-2
	Generator Set Control-PCC 2100
	1 

	 B240-2
	Exciter/Regulator-Torque Match
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H605-2
	Display-Control,Graphical
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU93-2
	CB or EB or TB-Left Only
	1 

	 KU09-2
	CirBrkr-450A,Left,3P,600/690V,SS RMS,80%,UL/IEC
	1 

	 KB73-2
	CB or EB or TB-Bottom Entry, Left
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C168-2
	Fuel Tank-Dual Wall Subbase, 24 Hour Capacity
	1 

	 F179-2
	Skidbase-Housing Ready
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E089-2
	Extension-Engine Coolant Drain
	1 

	 H036-2
	Coolant Heater-120 Volt Ac, Single Phase
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 A322-2
	Packing-Skid, Poly Bag
	1 

	 F065-2
	Rack-Battery
	1 

	 SPEC-F
	Product Revision - F
	1 

	 CP01-2
	Common Parts Listing
	1 

	 A048G602
	Battery Charger-10Amp,120/208/240VAC,12/24V,50/60Hz
	1 

	 CSPL
	Group 24 Cold Start Kit
	1

	 Battery - Group 24
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$41,640.21

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-250/220kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 250DQDAA
	Genset-Diesel,60Hz,250kW 
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C203-2
	Fuel Tank-Subbase,500 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H643-2
	Generator Set Control-PCC 2100
	1 

	 B184-2
	Exciter/Regulator-Pmg, 3 Phase Sensor
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 G023-2
	Switch-Key, Control Operating Mode
	1 

	 H605-2
	Display-Control,Graphical
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU94-2
	CB or EB or TB-Right Only
	1 

	 KC66-2
	Circuit Breaker-400A,Right CB on Right side,3-Pole,UL 600,IEC 690 100%
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C266-2
	Fuel Tank-Dual Wall Sub-Base, 24 Hour Min Capacity
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 A334-2
	Engine Starter-24 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 H036-2
	Coolant Heater-120 Volt Ac, Single Phase
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-L
	Product Revision - L
	1 

	 Battery - SAE 4D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$57,475.52

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-275/250kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 275DQDAB
	Genset-Diesel,60Hz,275kW 
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C204-2
	Fuel Tank-Subbase,600 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H643-2
	Generator Set Control-PCC 2100
	1 

	 B184-2
	Exciter/Regulator-Pmg, 3 Phase Sensor
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 G023-2
	Switch-Key, Control Operating Mode
	1 

	 H605-2
	Display-Control,Graphical
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU94-2
	CB or EB or TB-Right Only
	1 

	 KC64-2
	Circuit Breaker-600A,Right CB on Right side,3-Pole, UL 600,IEC 690, 100%
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C266-2
	Fuel Tank-Dual Wall Sub-Base, 24 Hour Min Capacity
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 A334-2
	Engine Starter-24 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 H036-2
	Coolant Heater-120 Volt Ac, Single Phase
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-K
	Product Revision - K
	1 

	 Battery - SAE 4D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$59,959.35

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-300/270kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 300DQDAC
	Genset-Diesel,60Hz,300kW 
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L169-2
	Emissions Certification, EPA, Tier 3, NSPS CI Stationary Emergency 
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C204-2
	Fuel Tank-Subbase,600 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H643-2
	Generator Set Control-PCC 2100
	1 

	 B184-2
	Exciter/Regulator-Pmg, 3 Phase Sensor
	1 

	 A366-2
	Engine Governor-Electronic, Isochronous Only
	1 

	 H536-2
	Display Language-English
	1 

	 H605-2
	Display-Control,Graphical
	1 

	 K796-2
	Stop Switch-Emergency
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU94-2
	CB or EB or TB-Right Only
	1 

	 KC64-2
	Circuit Breaker-600A,Right CB on Right side,3-Pole, UL 600,IEC 690, 100%
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 A334-2
	Engine Starter-24 VDC Motor
	1 

	 A333-2
	Battery Charging Alternator-Normal Output
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E125-2
	Engine Cooling-High Ambient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H669-2
	Engine Coolant-50% Antifreeze, 50% Water Mixture
	1 

	 H036-2
	Coolant Heater-120 Volt Ac, Single Phase
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 H706-2
	Engine Oil
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-K
	Product Revision - K
	1 

	 Battery - SAE 4D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$61,932.74

	
	
	

	  
	Diesel Genset: 60Hz-400kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 400DFEJ/QSZ13
	Genset-Diesel,60Hz,450kW-Standby Rating
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C207-2
	Fuel Tank-Subbase,850 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 H536-2
	Display Language-English
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU94-2
	CB or EB or TB-Right Only
	1 

	 KC62-2
	Circuit Breaker-800A,Right CB on Right side,3-Pole,UL 600,IEC 690 100%
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 H550-2
	Indication-Ground Fault
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E082-2
	Engine Cooling-Radiator, 40C Ambient
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-N
	Product Revision - N
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$69,537.00

	

	
	

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-450/410kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 450DFEJ
	Genset-Diesel,60Hz,450kW-Standby Rating
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C207-2
	Fuel Tank-Subbase,850 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 H536-2
	Display Language-English
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU94-2
	CB or EB or TB-Right Only
	1 

	 KC62-2
	Circuit Breaker-800A,Right CB on Right side,3-Pole,UL 600,IEC 690 100%
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 H550-2
	Indication-Ground Fault
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E082-2
	Engine Cooling-Radiator, 40C Ambient
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-N
	Product Revision - N
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$72,160.89

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-500/455kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 500DFEK
	Genset-Diesel,60Hz,500kW-Standby Rating
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C207-2
	Fuel Tank-Subbase,850 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 H536-2
	Display Language-English
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU94-2
	CB or EB or TB-Right Only
	1 

	 KC62-2
	Circuit Breaker-800A,Right CB on Right side,3-Pole,UL 600,IEC 690 100%
	1 

	 KB72-2
	CB or EB or TB-Bottom Entry, Right
	1 

	 H550-2
	Indication-Ground Fault
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 E082-2
	Engine Cooling-Radiator, 40C Ambient
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 SPEC-N
	Product Revision - N
	1 

	 CP01-2
	Common Parts Listing
	1 

	 A048G602
	Battery Charger-10Amp,120/208/240VAC,12/24V,50/60Hz
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$72,160.89

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-600kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 600DQCA
	Genset-Diesel,60Hz,600kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C205-2
	Fuel Tank-Subbase,660 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B282-2
	Alternator-60Hz,3 Ph,Wye,Extended Range,125/105C
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 H536-2
	Display Language-English
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KP74-2
	Stop Switch-Emergency,Externally Mounted 
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU93-2
	CB or EB or TB-Left Only
	1 

	 KP89-2
	CB-1200A,3P,600/690V,UL/IEC,ServEnt,100%UL,Left
	1 

	 KB73-2
	CB or EB or TB-Bottom Entry, Left
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 C256-2
	Fuel Tank Connection-Dual Stub Up
	1 

	 E074-2
	Engine Cooling-Radiator, 50C Ambient
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-P
	Product Revision - P
	1 

	 A048G602
	Battery Charger-10Amp,120/208/240VAC,12/24V,50/60Hz
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$127,884.74

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-750kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 750DQCB
	Genset-Diesel,60Hz,750kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C251-2
	Fuel Tank-Subbase,1500 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B282-2
	Alternator-60Hz,3 Ph,Wye,Extended Range,125/105C
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 H536-2
	Display Language-English
	1 

	 K020-2
	Display, Running Time
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KP74-2
	Stop Switch-Emergency,Externally Mounted 
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU93-2
	CB or EB or TB-Left Only
	1 

	 KP89-2
	CB-1200A,3P,600/690V,UL/IEC,ServEnt,100%UL,Left
	1 

	 KB73-2
	CB or EB or TB-Bottom Entry, Left
	1 

	 H723-2
	Indication-Ground Fault, Terminal Box (or) Circuit Breaker Box - Left
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 C256-2
	Fuel Tank Connection-Dual Stub Up
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E074-2
	Engine Cooling-Radiator, 50C Ambient
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-P
	Product Revision - P
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$149,452.79

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-800kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 800DQCC
	Genset-Diesel,60Hz,800kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C251-2
	Fuel Tank-Subbase,1500 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B276-2
	Alternator-60Hz,3 Phase,Wye,Limited Range125/105C
	1 

	 H703-2
	Generator Set Control-PowerCommand 2.3
	1 

	 H536-2
	Display Language-English
	1 

	 K020-2
	Display, Running Time
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KP74-2
	Stop Switch-Emergency,Externally Mounted 
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU93-2
	CB or EB or TB-Left Only
	1 

	 KP89-2
	CB-1200A,3P,600/690V,UL/IEC,ServEnt,100%UL,Left
	1 

	 KB73-2
	CB or EB or TB-Bottom Entry, Left
	1 

	 H723-2
	Indication-Ground Fault, Terminal Box (or) Circuit Breaker Box - Left
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 C256-2
	Fuel Tank Connection-Dual Stub Up
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E074-2
	Engine Cooling-Radiator, 50C Ambient
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 A412-2
	Packing-None, Base Mounted Housing
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-P
	Product Revision - P
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$160,658.39

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-900/818kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 900DQFAC
	Genset-Diesel,60Hz,900kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C252-2
	Fuel Tank-Subbase,2000 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B246-2
	Alternator-60 Hz, 12 Lead, Limited Range, 125/105C
	1 

	 H704-2
	Generator Set Control-PowerCommand 3.3, Paralleling
	1 

	 H536-2
	Display Language-English
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 KP74-2
	Stop Switch-Emergency,Externally Mounted 
	1 

	 H678-2
	Display-Control, LCD
	1 

	 KU67-2
	Relays-Paralleling Circuit Breaker Control
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU93-2
	CB or EB or TB-Left Only
	1 

	 KP87-2
	CB-1600A,3P,600/690V,UL/IEC,ServEnt,100%UL,Left
	1 

	 KB73-2
	CB or EB or TB-Bottom Entry, Left
	1 

	 H723-2
	Indication-Ground Fault, Terminal Box (or) Circuit Breaker Box - Left
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 C256-2
	Fuel Tank Connection-Dual Stub Up
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E126-2
	EngineCooling-Enhanced HighAmbient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E098-2
	Sight Glass-Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-J
	Product Revision - J
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	[bookmark: _GoBack] 
	Sub Total 
	$185,794.98

	 
	 
	 

	 
	 
	 

	  
	Diesel Genset: 60Hz-1000/900kW 
	

	 Install-US-Stat
	U.S. EPA, Stationary Emergency Application
	1 

	 1000DQFAD
	Genset-Diesel,60Hz,1000kW
	1 

	 A331-2
	Duty Rating-Standby Power
	1 

	 L090-2
	Listing-UL 2200
	1 

	 L170-2
	Emissions Certification, EPA, Tier 2, NSPS CI Stationary Emergency
	1 

	 F200-2
	Enclosure-Steel,Weather Prot,Base Mtd,w/ExhSys
	1 

	 C252-2
	Fuel Tank-Subbase,2000 Gallon,UL142 Compliant
	1 

	 R002-2
	Voltage-277/480,3 Phase,Wye,4 Wire
	1 

	 B252-2
	Alternator-60 Hz, 12 Lead, Broad Range, 125/105C
	1 

	 H704-2
	Generator Set Control-PowerCommand 3.3, Paralleling
	1 

	 H536-2
	Display Language-English
	1 

	 KA08-2
	Alarm-Audible, Engine Shutdown
	1 

	 KU67-2
	Relays-Paralleling Circuit Breaker Control
	1 

	 KP74-2
	Stop Switch-Emergency,Externally Mounted 
	1 

	 H678-2
	Display-Control, LCD
	1 

	 H609-2
	Control Mounting-Left Facing
	1 

	 A292-2
	Heater-Alternator, 120 Volt AC
	1 

	 KU93-2
	CB or EB or TB-Left Only
	1 

	 KP87-2
	CB-1600A,3P,600/690V,UL/IEC,ServEnt,100%UL,Left
	1 

	 KB73-2
	CB or EB or TB-Bottom Entry, Left
	1 

	 H723-2
	Indication-Ground Fault, Terminal Box (or) Circuit Breaker Box - Left
	1 

	 P175-2
	Enclosure Color-Green,Steel Enclosure
	1 

	 L163-2
	Listing, ULC-S601-07
	1 

	 C127-2
	Separator-Fuel/Water
	1 

	 C256-2
	Fuel Tank Connection-Dual Stub Up
	1 

	 B786-2
	Battery Charger-12 Amp, Regulated
	1 

	 E126-2
	EngineCooling-Enhanced HighAmbient Air Temperature
	1 

	 H389-2
	Shutdown-Low Coolant Level
	1 

	 E098-2
	Sight Glass-Coolant Level
	1 

	 H556-2
	Coolant Heater-208/240/480V, 40F Minimum Ambient Temp
	1 

	 D041-2
	Engine Air Cleaner-Normal Duty
	1 

	 L028-2
	Genset Warranty- Base
	1 

	 L050-2
	Literature-English
	1 

	 CP01-2
	Common Parts Listing
	1 

	 SPEC-J
	Product Revision - J
	1 

	 Battery - SAE 8D
	12 Volt, Lead Acid
	2

	 
	 
	 

	 
	Sub Total 
	$185,794.98

	 
	 
	 

	 
	 
	 

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	



