
Shown with Optional Features

Provide attractive, rugged, covered, commercial level event staging in a 
fraction of the time and labor traditionally required for comparable 
outdoor remote site staging.

Century's FR4500 series of mobile stages feature an innovative 
operating system, with hydraulic actuation, that sets up quickly and 
easily, eliminating the time and personnel required for conventional 
portable and mobile stage systems.

Select a stage size along with the desired optional features to tailor a 
stage that best serves your current event requirements, while allowing for 
future growth, and expanding your capabilities.

With a FR4500 outdoor mobile stage, you enjoy   increased:
 · Capability
 · Capacity
 · Flexibility
 · Utility

And, in addition to saving you money, a front row stage 
can return money to your program through rental income, 
thus increasing utilization and paying its way.

Capable of accommodating a wide range of outdoor events and 
activities, a FrontRow mobile stage can support the performance 
requirements for the whole community.
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Mobile Concert Stages

Illustrated with Optional Features

Self-contained hydraulic system - with remote control, 
deep-cycle battery, and battery charger for fast, easy, 
one-person operation.

Powered roof canopy - full coverage roof extends 
beyond the deck edges.   Aluminum support structure is 
covered by rugged vinyl coated polyester fabric. 

Powered stage deck - all-weather folding stage decks 
form 24ft (7.32m) deep stage.

Heavy-duty tandem-axle suspension - equalizer 
system allows towing over curbs and uneven ground. 
Electric brakes on all wheels.

Pintle towing coupler - rugged lunette ring coupler 
(optional hitches available) mounted on folding towing 
hitch.
Heavy-duty tongue jack - crank jack mount on towing 
tongue

Rugged main frame - welded aluminum and steel 
backbone frame.

Crank leveling/support jacks - heavy-duty frame 
mounted jacks provide stage leveling.

Deck support truss - folding decks are supported by 
welded aluminum leveling trusses for accurate 
expedited set up.

Enclosed mechanical compartment - welded 
aluminum compartment protects system components.

Breaker panel - 220V 125 amp capacity load center 
routes electrical power for stage.

LED interior lights - frame mounted 120V lights 
illuminate the stage roof and stage deck area.

Stairs - aluminum treadplate stair with enclosed risers 
and handrails - attach to stage deck perimeter.

Engineered - independent engineer structural 
certification.

DOT required - LED signal, marker lights, reflectors, 
and license light, with 12VDC connector cable.

EMPTY WEIGHTSTAGE DECK TOW LENGTHMODEL PRICE

10,000lbs (4536kg)24’ X 24’   (7.32 x 7.32m) 34’ (10.36m)FR4524 $105,566
11,400lbs (5171kg)24’ X 32’   (7.32 x 9.75m) 42’ (12.80m)FR4532 $132,526
13,000lbs (5897kg)24’ X 40’ (7.32 x 12.19m) 50’ (15.24m) $159,487FR4540

Mobile Concert Stage Standard Features
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Options Accessories

$4,63790950

FLY BAY END DOORS - mounted at stage left and stage right, movable panels pivot 
from closed & locked position through 90 degrees.  Open, hinged panels increase the 
covered roof area by 16 ft., provide covered  hanging speaker support panels at ends 
of stage, and permit loading access when stage deck and canopy are closed. 

Welded aluminum structure construction with all-weather vinyl cover.  When closed, 
hinged fly bays enclose stage ends during transport and storage.

EQUIPMENT LOADING RAMP - lightweight aluminum loading ramp that attaches to 
the stage perimeter. 12’Lx 35”W $ ,2 01690920

Weather

WINDWALL - attaches to roof canopy behind truss #4. Provides weather protection 
and a visual backdrop for the rear and both sides of the concert stage. Wall fabric is 
weatherproof and fire retardant. Designed for quick installation hand tools are not 
required. Fabric is reinforced with 1-1/8”wide x 2.5mm thick PVC coated white. 
Webbing is woven through aluminum brackets used to bolt fabric assembly to 
aluminum structure.  Perimeter edge of fabric has weldable hook-and-loop Velcro to 
fasten edges to canopy perimeter.  Windwall features Quick-Release protection 
system to address wind gusts and high wind speeds.

Ÿ FR4524 - 24 ft Rear
Ÿ FR4532 - 32 ft Rear
Ÿ FR4540 - 40 ft Rear

$8,28890944
$9,37690945

$10,41890946
Ÿ 8ft Side Windwalls - (1) pair Left and Right
Ÿ Flaired Corner Extenders - (1) pair

$1,08490961
$3,75090959

Stage Deck MONITOR   MIX   PLATFORM - Monitor   mix/guitar-world   platform conveniently
hinged from main-stage deck for ready deployment, stage left or stage right.  Includes 
gas strut assist for one-person operation.  100 #/ft sq rated platform, each 
approximately 8ft x 8ft with weather-resistant ¾” MDO with renewable top surface 
texture, includes adjustable outboard legs and perimeter rail for attachment of stairs, 
additional stage sections and stage accessories.

Note: (1) One Monitor Mix platform possible  when ordering powered ADA Lift platform option.
$2,62190947

PORTABLE 4' X 8' OUTDOOR EXTENSION SECTIONS - constructed of weather-
resistant ¾” MDO with renewable top surface texture.  Each section shall be framed 
with a rust-free heavy-duty extruded 4" high aluminum channel.  Sections shall attach 
to each other, to stage deck perimeter, and shall accommodate portable stairs. 
Freestanding extension sections are supported by four (4) adjustable legs, permitting 
height adjustment or accommodation of uneven ground. All (4) four legs are not 
required when sections are attached.   Each leg has both fine and coarse height 
adjustment. Includes three (3) connector clamps per section.  Price each $1,22490921

ADDITIONAL STAIRS – 36”w welded  aluminum diamond-plate stairs for lighter 
weight and rust-free corrosion resistance.  Adjustable footpads at the bottom of stairs 
accommodate uneven ground.  Stairs shall attach to portable stage sections and 
around main stage deck.  Equipped with (2) removable aluminum handrails.  Stairs 
shall have fully enclosed risers between treads.     Price (1) set $1,13710208

REMOVABLE STAGE DECK ALUMINUM GUARDRAILS -  clamp-on guardrails 
attach to stage deck or extension section perimeter. Protection provided by two (2) all-
weather aluminum rails per section, top rail 42” above deck.

4 foot long guardrail - ea.
8ft foot long guardrail - ea.

$80890407
$1,10090408

ANEMOMETER HARDWARE - easily monitor wind speeds by attaching your 
anemometer to the stage with this hardware package. $36190952

3
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Options Accessories

HYDRAULIC LEVELING/SUPPORT SYSTEM – upgrade standard corner leveling 
jacks to push-button hydraulic actuation with four (4) corner mounted 17,500 lb. 
capacity (each) jacks controlled by the remote control pendant.  Provides fast, 
effortless stage leveling and height adjustment.  Jacks shall be capable of adjusting 
stage deck height from 48” to 61”. Each jack shall have a high flotation 10” x 10” foot. $9,01490546

POWERED TONGUE JACK – hydraulicly powered hitch-mounted tongue jack 
assists tow vehicle connection. $2,15484447

ALUMINUM STORAGE LOCKER - provides secure storage for equipment in a frame 
mounted 42”L x 14”H x 14”D welded aluminum storage box. Each storage 
compartment is equipped with lockable door.

Note: stages can accommodate multiple storage lockers. $65010237

FIFTH-WHEEL HITCH  - galvanized steel “gooseneck” hitch allows stage to be towed 
by road tractor or truck bed hitch. Stage hitch is equipped with adjustable king pin 
coupler or adjustable 2-5/16” ball coupler.  Articulated stage hitch pivots horizontally, 
then folds close to stage.  Option reduces overall set up stage length and allows 
optional stage sections or folding monitor mix platform to be used over hitch area. 
Hitch does not obstruct stage deck, and is hidden from view during performances. $3,99370126

Towing

FIFTH-WHEEL READY HITCH HARDWARE  - fifth-wheel hitch attachment 
hardware installed for future fifth-wheel hitch conversion. $1,25770127

MOUNTED SPARE TIRE  - spare 235/75R 17.5 tire with rim and frame mounted 
bracket. $1,084TIR1512

48” HANDICAP ACCESS LIFT - mounts on the stage end to provide handicap 
wheelchair access to the stage deck.  Lift is hydraulically operated controlled by a 
remote pendent on a 6' cord.  Lift platform is 48" long x 35" wide, with a non-skid 
surface.  Lift folds inside mobile stage body during transport. 660 lbs lift capacity. 
Operates at 48” deck height. $8,95910209

61” HANDICAP ACCESS LIFT - mounts on the stage deck side to provide wheelchair 
access to the stage deck.  Lift is hydraulically operated controlled by a remote pendent 
on a 6' cord.  Lift platform is 53" long x 31" wide, with a non-skid surface.  Lift folds 
inside mobile stage main frame during transport. 750 lbs lift capacity. Operates at 61” 
deck height. $12,50590951

ADA Options

Operation
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Stage Deck

$2,06190449

8' X 8' DRUM RISER -   shall be constructed of weather-resistant ¾” MDO with 
renewable top surface texture, framed with a rust-free heavy-duty extruded 4" high 
aluminum channel.  Assembles from (2) sections to permit storage.  Free-standing 
riser is supported by six (6) legs with non-marking pads. Includes two (2) connector 
clamps.

$69611003

DECK-MOUNTED TIE DOWNS – Concealed tie-downs are flush mounted in center 
stage deck.  Cargo straps hook to tie-down chains to secure cargo during transport. 
Six (6) tie-downs can be installed  on FR4524 and FR4532 model stages.  Up to eight 
(8) tie-down can be installed on FR4540 model stages.       Price set of six (6)

CARGO BAY STORAGE –  Built into rear end of stage, below-deck enclosure with 
door shall provide storage space for cargo or up to four optional stage sections.  $1,57090986
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Options Electrical

Options Generators

51002 $10,199

7,000 WATT ENCLOSED GENERATOR PACKAGE - gasoline fueled generator is 
fully enclosed in a locking frame mounted exterior compartment with sound proofing 
for extra quiet operation.  Includes hour meter, electric start, and fuel tank.  Built-in 
generator is always on board when needed and does not need to be lifted on and off 
stage deck.  .Powers 42018 & 42019 lighting packages

SOLAR BATTERY CHARGER - solar battery charger/conditioner helps to maintain 
batteries at full charge and in good condition. $76591106

ELECTRICAL  UPGRADE  PACKAGE  #1  - Receptacle  and  breaker panel 
capacity upgrade, includes Standard Electrical Package plus the following:

• Four (4) 120VAC/20 amp duplex receptacles (1) mounted in each canopy truss at
hitch end, each receptalce on individual circuit.

• Two (2) LED up-lights for illumination of underside of optional flybay panels.  Lights
are wired to LED canopy LED up-light circuit.

• Power cord, upgrade to 50' 6/4 W. $3,22242205

EXTERIOR LED FLOOD LIGHTS - provides light for safety and working during set up 
and tear-down.  Lights have a shock-absorbing weatherproof body that will not rust, 
dent, or scratch. Lights are fully adjustable for aiming.  12VDC/3.2 Amps.  Switch 
controlled, self-contained operation provides light when stage is not connected to an 
AC power source. Lights are mounted on stage curbside and hitch end to allow safe 
nighttime loading and towing hook-up. Set of (2) lights

$49590929

8,000 WATT ENCLOSED DIESEL GENERATOR - 120V/240V 66.6 Amp 60Hz diesel 
powered, air cooled generator is frame mounted under stage deck. Generator is 
mounted on a 4 point focalized  isolators to virtually eliminate vibration.  Includes hour 
meter, electric start and fuel tank. Sound: Lower than National Park Service Sound 
Level Limitations (60 dB(A) at 50 ft). Can be used in National Parks. $11,28351005

12,000 WATT ENCLOSED DIESEL GENERATOR - 120V/240V 60Hz diesel 
powered, air-cooled generator is frame mounted under stage deck. Generator is 
mounted on a 4 point focalized vibration isolators to virtually eliminate vibration. 
Includes hour meter, electric start and fuel tank. $15,90151006

ELECTRIC RECEPTACLE - additional 120VAC electric receptacle.   Price each $20640030

220V/200amp BREAKER PANEL (UpGrade) - Single phase, 3-pole 4 wire, 16 
circuits, 6 single pole breakers, copper bus, 120/240 Volts ac. 22,000 interrupting 
capacity. Suitable for use for larger bands with sound equipment. Replaces the 
standard 110v/60hz Electrical System. $1,27351007
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*(2) Two needed with Hydraulic Package #90546
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LIGHT FIXTURE MOUNTING BAR - Reduce on-site set up time and labor by pre-
mounting and wiring light fixtures.  6ft long light bar with (2) dual wrap-around clamps 
quickly attaches to 2” canopy truss pipes.  Simply attach pre-assembled light bar to 
canopy truss and connect main power and data cables.  (1) 6ft bar with two (2) clamps. $52842016

FIXED LIGHT FIXTURE MOUNTING BAR - full-length 2” dia. aluminum pipe 
mounted to rear roof structure to attach hanging lights. $91142017

Options Performance Lighting

42019 $12,191

PRO-2 PROFESSIONAL LED LIGHTING PACKAGE - Versatile (16) LED fixture 
lighting system visually enhances and balances your performances. Rugged outdoor-
rated LED light fixtures attach to stage canopy light support bars. Flexible mounting 
options allow custom placement. Programmable DMX Control Console. 12 Fixtures x 
32 DMX Channels, 240 programmable scenes, 8 channel faders x 4 channel banks. 
Individual speed and fade time faders, 12 programmable chases, Tap Sync button, 
Built-in microphone, Fog machine input and trigger button, blackout button. 12 vdc AT 
500 mA.

Ÿ (16) Outdoor rated 12 x 12 W (RGBAW UV) LED PAR fixtures, automated 
programs, 6 DMX Modes: 6, 6+, 9, 9+, 10 & 12-channel. 63 built-in Color 
Macros, pulse and strobe effects, XLR 3-Pin DMX input and output, Power 
Twist Tr1 IP65 current input/output, 100 - 240 V at 50/60 Hz, Max power 
consumption: 64W. Black diecast aluminum housing, 11.75” L x 7.85” W x 
10.5” H, 10.5 lbs. Ea.

Ÿ (16) Fixture clamps for 50mm Tubing, Max Load Capacity 100kgs - 220 lbs. 
TUV Approved. 

Ÿ (15) 5ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable  
Ÿ (2) 50ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable 
Ÿ (15) 5ft Power Cables IP65 Rated 3-Pin DMX XLR Cable 
Ÿ (16) Steel Safety cables 24-inch Steel Cable, 60 lbs/25kg. weight rating. 

 

42018 $6,956

PRO-1 PROFESSIONAL LED LIGHTING PACKAGE - Versatile (8) LED fixture 
lighting system visually enhances and balances your performances. Rugged outdoor-
rated LED light fixtures attach to stage canopy light support bars. Flexible mounting 
options allow custom placement. Programable DMX Control Console. Control up to 
192 DMX channels, Control up to 12 separate intelligent lights with up to 16 DMX 
channels per fixture. Record up to 6 programmable chases with separate fade times 
and step speeds. DMX-512, 3 pin XLR signal. Built-in Microphone for chase step 
activation. DC 9V-12V

Ÿ (8) Outdoor rated 7P (RGBAW UV) LED PAR fixtures, automated 
programs, pulse and strobe effects, XLR 3-Pin DMX input and output, Power 
Twist Tr1 IP65 current input/output, 100 - 240 V at 50/60 Hz, Max power 
consumption: 64W. Black diecast aluminum housing, 19.5” L x 10.08” W x 
6.37” H, 7.5 lbs. Ea.

Ÿ (8) Fixture clamps for 50mm Tubing, Max Load Capacity 100kgs - 220 lbs. 
TUV Approved. 

Ÿ (7) 5ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable  
Ÿ (2) 50ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable 
Ÿ (7) 5ft Power Cables IP65 Rated 3-Pin DMX XLR Cable 
Ÿ (8) Steel Safety cables 24-inch Steel Cable, 60 lbs/25kg. weight rating. 

Professional
Package #1

Professional
Package #2
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Options Sound Systems
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COMPACT TOURING SOUND SYSTEM #4 - Component audio system includes:

Ÿ (1) 16-Channel mixing console
Ÿ (2) Active speaker system with compact 2000W powered column-array

speaker and 15” subwoofer module
Ÿ (2) Cardioid microphone
Ÿ (2) Tripod mic stand with boom
Ÿ (4) cables
Ÿ  (2) array speaker and subwoofer transport cases $18,74641113

LIVE VENUE SOUND SYSTEM #5 - Component audio system includes:

Ÿ (1) 16-Channel mixing console
Ÿ Active speaker system with (4) suspended two-way speakers with 900W

amplifier and (4) 18” subwoofer module with 1000W digital amplifier.
Ÿ (2) Cardioid microphone
Ÿ (2) Tripod mic stand with boom
Ÿ (6) cables
Ÿ (8) array speaker and subwoofer transport cases $22,81741114

TELESCOPE SPEAKER BEAMS – two (2) roof-mounted hanging speaker beams 
pull out 24” to each side of roof canopy.  Beams can support up to 800lbs of speakers 
each.  Beams telescope into canopy for transport and storage. $90790957

Options Video System

$5,17542010

9’ x 16’ MOVIE SCREEN - electric/motorized screen is ideal for outdoor stage theater 
applications and commercial presentations.  It is designed for ceiling installation.  
Motor in-the-roller design ensures a silent operation and the front access panel of the 
case allows easy access.  Electric screen offers preset adjustable limit switches to 
automatically stop the screen at the desired viewing level.  Available in both 110 and 
220 volt models.  Includes standard control module level, 3-button wall switch with box 
and cover plate.  *(Movie Projector not included)

PRO-SOUND SYSTEM #1 - Component audio system includes:

Ÿ (1) 12-Channel sound mixing console
Ÿ (2)  225 Watt Speakers
Ÿ (2)  50' speaker cables
Ÿ (2)  Speaker stands with bags
Ÿ (2)  Microphones
Ÿ (2)  Microphone stands with telescoping boom
Ÿ (4)  50' microphone cables $3,45241110

PRO-SOUND SYSTEM #2 - Component audio system includes:

Ÿ (1)  16-Channel sound mixing console
Ÿ (2)  400 Watt Speakers
Ÿ (2)  50' speaker cables
Ÿ (4)  Microphone stands
Ÿ (4)  Microphones
Ÿ (6)  50' microphone cables $5,32341111

PRO-SOUND SYSTEM #3 - Component audio system includes:

Ÿ (1)  24-Channel sound mixing console
Ÿ (1)  CD player with USB input
Ÿ (4)  600 Watt Speakers
Ÿ (4)  Tripod speaker stands
Ÿ (2)  25' & 50' speaker cables
Ÿ (2)  Microphone stands
Ÿ (2)  Microphones
Ÿ (2)  50' microphone cables $8,95441112
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Options Appearance & Promotion

CUSTOM PRINTED VERTICAL MESH BANNERS - custom printed in full color on 
vinyl mesh material to promote your community or advertising sponsorship.  Up to 90" 
wide banners can be hung from fly bay speaker roof in front of speakers.  Banners 
may also be hung from hanging pipes elsewhere on stage. Custom size and type of 
banners with custom graphics available.  (1) Pair 72” wide x 196” tall $1,55890935
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VERTICAL BANNER LOWER BARS - bottom attachment bars for securing bottom 
edge of hanging vertical banners.  Bars attach to front edge of stage deck.  Set of two 
(2) bars. $43491122

PRINTED MARQUEE MESH BANNER - custom printed in full color on vinyl mesh 
material to promote your community or advertising sponsorship.  42" high banner is 
mounted above front edge of stage roof for maximum visibility. Includes mounting 
structure and hardware.  Removes for transport.  Custom sized with custom graphics. $2,99091111

PRINTED BACKDROP MESH BANNER - custom printed graphics in full color on 
vinyl mesh material to promote your community or advertising sponsorship.  123" High 
mesh banner attaches to roof canopy behind truss #4 to top of guardrail for maximum 
visibility. Banner grommets are symmetrical in both directions.  Removes for 
transport.  $3,77491134
MARQUEE SUPPORT HARDWARE PACKAGE - mounting structure and hardware 
for banners up to 42” tall.  Removes and stores for transport. $1,54391102

MARQUEE BANNER LIGHT - LED lighting illuminates horizontal marquee banner 
during evening events.  LED lights attach to and extend beyond front edge of roof 
canopy.  $2,30090990

FLYBAY MARQUEE EXTENSION SUPPORT HARDWARE - additional banner 
support hardware to extend marquee banner over both flybays (optional). $69190987

Promotional
Banners

DECORATIVE STAGE SKIRT - enclosing lower portion of fold-down stage deck, 
includes: Boucle skirt constructed of 100% synthetic fiber for maximum weather 
ability, mildew resistance, soil resistance, easy care and handling.  Skirt shall be fire 
retardant.  Skirt is heavily weighted with 3/16" link zinc plated coated chain to prevent 
excessive swaying. Skirt color shall be owner’s choice.   Price per foot $3756060

EXTERIOR GRAPHICS UPGRADE - custom graphics, logos and signage on vinyl 
stage windwalls  and trailer sides to promote your organization.

$3,989
$7,078
$9,570

70002
70002
70002

Standard
Upgrade
Premium

UV CLEAR COAT - protective UV inhibitor coating applied after canopy fabrication 
over exterior surface and graphics for additional weather resilience. $1,57990451

24ft Long Skirt Extension $88856060-24
72ft Long Skirt Extension $2,66456060-72

Appearance
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LED COMPARTMENT LIGHTS - mounted inside stage to provide light for working or 
loading during night hours. Switch controlled light has high and low light settings. Self 
contained operation provides light when stage is not plugged into AC power source. 
12VDC/.59/1.34 amps. Set of (2) lights $15940029

Ÿ 7-channel DMX-512 LED PAR cans
Ÿ 3-channel: RGB control, 7-channel: RGB, macros, run/strobe speed,

automatic/sound, dimmers.
Ÿ Static colors and RGB color mixing with or without DMX controller.
Ÿ Built-in automated programs via master/slave or DMX with variable speed.
Ÿ Built-in sound activated programs via master/slave or DMX.
Ÿ Pulse effect with adjustable speed.
Ÿ High-power, 1W (350mA) LEDs
Ÿ Additional power output: max 10 units @ 120V
Ÿ Double-bracket yoke doubles as floor stand
Ÿ MOBILE LIGHT CONSOLE  - features a compact and lightweight unit that

connects to your laptop or i-pad to produce a fully featured moving light control
system. Many shows have become ‘festival tours’ where the only things to be
freighted around are the band, designers and flexible control systems. Live
playbacks, solo and flash buttons, user programmable buttons and attribute
controllers enable fast and accurate show programming in a flight friendly
package catering to the needs of our ever changing industry.

Ÿ APPLE IPAD 2 WI-FI + 3G 64 GB - APPLE IOS 4 1 GHZ –  White or Black

FR LIGHT PKG. #1 – LED Par 64-36 -  features Qty. (16)?? high-power  red, green 
and blue LEDs that produce a bright, narrow beam that cuts through fog and is ideal 
when a concentrated light is needed.

$16,24142150

EXTERIOR GRAPHICS PREMIUM UPGRADE - custom graphics, logos and signage 
on vinyl stage windwalls  and trailer sides to promote your organization.

$6,556
$8,258
$9,761

FR4524-G3
FR4532-G3
FR4540-G3

FR4524
FR4532
FR4540

Professional LED Lighting Pkg. #1    LED lighting system includes:

$6,89840214

Ÿ (1) Programmable DMX light control console
Ÿ (8) Tri-color LED wash lights
Ÿ (8) Fixture clamps
Ÿ (8) Safety cables
Ÿ Power connection cables
Ÿ Data connection cables
Ÿ (1) 50' 3-pin DMX cable

Professional LED Lighting Pkg. #2      LED lighting system includes:

$12,18540215

Ÿ (1) Programmable DMX light control console
Ÿ (16) Tri-color LED wash lights
Ÿ (16) Fixture clamps
Ÿ (16) Safety cables
Ÿ Power connection cables
Ÿ Data connection cables
Ÿ (1) 50' 3-pin DMX cable

MONITOR PLATFORM WEATHER COVER / ADA LIFT WEATHER COVER - 
provides weather protection coverage for either the ADA lift or the Monitor Mix station. 
Fabric is weatherproof and fire retardant. It is quickly installed and must not require 
hand tools.  (1) Platform
Note: Available on both options.  Must be used in conjunction with Fly Bay/End Door option. $1,89090943




