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FrontRow 4300 series mobile bandstand stages offer 
versatile outdoor staging in a compact, easy-towing 
package.  Simplified, push-button, hydraulically actuated 
setup makes this stage series a great choice for a variety of 
community events and activities.  Exceptional 

maneuverability allows these stages to be positioned 
in confined, limited-access sites.

FR4300 mobile bandstands are performer-
friendly, featuring a roof canopy that 
extends beyond the stage deck on all four 
sides providing sun and weather protection 
for performers and equipment.  Canopy is 
sloped away from the audience side of the 
stage, directing precipitation run-off to the 

rear.  Canopy incorporates sound and lighting 
equipment attachment.

An attractive appearance, all-weather construction, and 
setup simplicity make the FR4300 series of mobile stages 
great performers.



EMPTY WEIGHTSTAGE DECK (L x D) TOW LENGTHMODEL PRICE

6,920lbs (3140kg)15’ 5” X 20’   (4.70 x 6.10m) 24.7’ (7.51m)FR4320 $76,300
7,320lbs (3320kg)15’ 5” X 24’   (4.70 x 7.32m) 28.7’ (8.75m)FR4324 $78,500

Century Industries

Series  Mobile Bandstand Stages4300

www.centuryindustries.com(812) 246-3371

Made in USA
Engineer Certified

Patent Pending © COPYRIGHT 2014

Mobile Bandstand Stages

Deck Length

Deck Depth

Canopy Height

FR4324

24’- 0” (7.32m)

15’- 5” (4.70m)

13’- 8” (4.16m)

FR4320

20’- 0” (6.10m)

15’- 5” (4.70m)

13’- 8” (4.16m)

FrontRow FR4300 Mobile Bandstand Stage Standard Features

Simple Stage Setup - roof canopy raises and tilts 
hydraulically (PATENTED). Folding roof canopy and hinged 
stage deck section are hydraulically actuated for fast, 
easy setup.

Protective Canopy - full-coverage roof extends beyond 
the deck perimeter.   Canopy trusses and center support 
are 2” dia. tube for lighting attachment.  Aluminum 
support structure is covered by rugged sound absorbing 
vinyl coated polyester fabric.

Stage Deck - weather-resistant folding stage deck 
lowers to form nominal 16ft (4.70m) deep stage.

Heavy-Duty Single-Axle Suspension - smooth towing 
with exceptional maneuverability.  Electric brakes on all 
wheels.

Pintle Towing Coupler - rugged lunette ring coupler 
(other hitch types available) mounted on fold-away 
towing hitch.
Heavy-Duty Tongue Tack - crank jack mount on towing 
tongue

Rugged Main Frame - corrosion-resistant welded 
aluminum main frame.

Crank Leveling/Support Jacks - heavy-duty frame 
mounted jacks provide stage leveling.

Deck Support Truss - folding deck is supported by 
welded aluminum leveling truss for accurate expedited 
set up.

Enclosed Mechanical Compartment - welded 
aluminum compartment protects system components.

Breaker Panel - 220V 125 amp capacity load center 
routes electrical power for stage.

LED Up-Lights - frame mounted 120V interior up-lights 
illuminate the stage roof and stage deck area.

Stairs - aluminum treadplate stair with enclosed risers 
and handrails attaches to stage deck perimeter.

Stage Operation Training - available by factory 
representative (optional)

DOT required - LED signal, marker lights, reflectors, 
and license light, with 12VDC connector cable.

Guardrails - removable aluminum guardrails are 
installed along rear of stage.

Roof Canopy Length

Stage Deck
Length

15’-5”
(4.89m)

17’-8”
(5.38m)

4’-2”
(1.27m)

13’-8”
(4.16m)

15’-5”
(4.89m)



$1,13710208

(1) set of welded aluminum stairs with fully enclosed risers, diamond-plate treads, and
removable handrails.  Adjustable footpads accommodate uneven ground.  Stairs
shall attach to optional stage sections and to the perimeter of the main stage deck.

Stairs - Additional

$2,01690920
reduced weight 12'L x 35"W aluminum loading ramp attaches to stage perimeter 
facilitating placement of equipment on stage deck.

Equipment
Loading Ramp

Accessories

$1,22490921

4’x 8’ stage sections are constructed of weather-resistant 3/4" MDO with renewable 
top surface texture, and are framed with a heavy-duty extruded 4" high aluminum 
channel.  Sections attach to each other, to the stage deck perimeter, and will 
accommodate portable stairs.  Extension sections are supported by two (2) adjustable 
legs, permitting height adjustment or accommodation of uneven ground.  Includes 
three (3) connector clamps and three (3) attachment brackets per section

4’ x 8’ Portable 
Stage Deck 
Extension Section

$1,10090408

removable aluminum guardrail attaches to the stage deck perimeter rail with hand 
tightened clamps (no tools required).  Available in 4 and 8 foot lengths.

Ÿ 4ft Long Aluminum Guardrail
Ÿ 8ft Long Aluminum Guardrail

Guardrails

$80890407
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$8,95910209

48” vertical travel hydraulic powered wheelchair lift with 48” long x 35” wide non-skid 
platform is permanently mounted at taillight end of stage.  Operated by a remote 
pendant with 6 ft long cord.  Lift has a lifting capacity of 660 lbs. 

ADA Handicap Lift
(48” Stage Deck 
Height)

61” vertical travel hydraulic wheelchair lift with 53” long x 31” wide non-skid platform is 
permanently mounted under stage deck at taillight end of stage  Operated by a remote 
pendant with 6 ft long cord.  Lift has a lifting capacity of 750 lbs. $12,50590951

ADA Handicap Lift
(Below Deck)

$1,57090986

60” wide x 21” high enclosed welded aluminum storage compartment installed within 
below-deck mainframe, provides storage for larger components. Holds up to four (4) 4 
x 8 stage extension sections.  Cargo bay is lockable, (padlock not included)

Below Deck
Cargo Bay

$60590982
tongue mounted caster wheel allows maneuvering and positioning of stage when 
stage is disconnected from tow vehicle.

Tongue Mounted 
Caster Wheel

$10,43190545

upgrade stage corner leveling/support jacks to push-button hydraulic operation with 
four (4) 12,000 lb. minimum capacity (each) jacks controlled by a remote pendant. 
Provides fast, effortless stage leveling.  Each jack shall be equipped with a high-
floation 8”x 8” foot pad.  Upgrade exchange price

Hydraulic Leveling 
Jacks

$11611003

stage deck mounted flush tie-downs allow equipment to be secured to the stage deck 
for transport.  Each tie-down is attached to the stage frame, and has a 1,500 minimum 
pull capacity.  Price each

Deck-Mounted 
Tie-Downs

$1,084TIR1512replacement spare tire and rim with main-frame attached mounting bracketSpare Tire
with Mount

$58091123

tongue mounted caster wheel allows maneuvering and positioning of stage when 
stage is disconnected from tow vehicle.

Anemometer 
Mounting Hardware

$65010237
$65010241

14” deep x 14” tall welded aluminum, lockable storage compartment mounted on 
mainframe. (padlock not included)

Frame Mounted 
Compartment FR4320 - 36” long compartment

FR4324 - 42” long compartment



Appearance Options 
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$37/ft56060

skirt encloses stage deck support structure for more attractive appearance. Boucle 
skirt is constructed of 100% synthetic fiber for maximum weather-ability, mildew 
resistance, soil resistance, easy care and handling.  Skirt shall be fire retardant.  Skirt 
is heavily weighted with 3/16" link coated chain to prevent excessive swaying.  Choice 
of skirt colors.

Decorative Skirt

$1,37891103
custom printed 42” tall color vinyl mesh material promoting community, event, or 
sponsors. 

Marquee Banner

$1,55890935

set of two (2) vertically hanging custom-printed mesh banners promote your 
community, event, and/or sponsors.  Banners may be hung from banner support 
hardware or canopy support truss. Banners are wind and weather resistant.

Side Hanging
Vertical Banners

$3,77491134

custom graphics, logos and signage promotion of your organization applied to 
Upstage Backdrop Mesh Panel when stage is set up at an event.  Promote your 
community, organization, event and/or sponsors. Hangs behind rear truss from 
windwall pins.

Upstage Logo  
Mesh Backdrop 
Graphic Panel

$2,99091111

vertical support posts  with stainless steel cable system mounts to front canopy 
structure to support mesh banner.  Banner hardware allows banner to be mounted 
either above or below front canopy roof. 

Marquee Banner 
Hardware

$1,72891102
telescoping aluminum banner support pipes mounted on front canopy truss and front 
of stage deck.  Pipes secure top and bottom edges of optional side vertical banners.

Side Hanging
Banner Hardware

$6,18890984

PVC coated polyester fabric rear windwall/media panel enclosure package offers 
stage protection during performances, transport, and storage.  Includes rear mounted 
windwall and hinged media end panels that also double as enclosure panels when 
stage is closed.  Adjustable end media panels may be locked open to display event or 
sponsor graphics during performances, or folded and locked out of sight.  

Rear windwall provides a rear stage visual and weather back drop.  Grey color wind 
wall is fabricated from fire-retardant 18oz pvc coated polyester fabric.  Windwall is 
removable when open stage back wall is desired.

Weather 
Protection 
Package

custom graphics, logos and signage applied to stage roof for promotion of your 
organization when stage is CLOSED for transport.  Promote your community, 
organization and/or sponsors.

Exterior Graphics

70002SŸ Standard
Ÿ Upgrade
Ÿ Premium

$7,078
$9,570

$3,989
70002U
70002P

custom interior graphics, logos and signage applied to stage backwall for promotion to 
the audience when the stage is open.  Promote your community, organization and/or 
sponsors.

Interior Graphics

70003SŸ Standard
Ÿ Upgrade
Ÿ Premium

$4,764
$6,203

$4,090
70003U
70003P

Graphics & BannersOptions



51002 $10,199

7,000 WATT Enclosed Generator Package - gasoline fueled generator is fully 
enclosed in a locking frame mounted exterior compartment with sound proofing for 
extra quiet operation.  Includes hour meter, electric start, and fuel tank.  Built-in 
generator is always on board when needed and does not need to be lifted on and off 
stage deck.  (Powers 42018 & 42019 lighting packages)

8,000 WATT Enclosed Diesel Generator - 120V/240V 66.6 Amp 60Hz diesel 
powered, air cooled generator is frame mounted under stage deck. Generator is 
mounted on a 4 point focalized  isolators to virtually eliminate vibration.  Includes hour 
meter, electric start and fuel tank. Sound: Lower than National Park Service Sound 
Level Limitations (60 dB(A) at 50 ft). Can be used in National Parks. $11,28351005

12,000 WATT Enclosed Diesel Generator - 120V/240V 60Hz diesel powered, air-
cooled generator is frame mounted under stage deck. Generator is mounted on a 4 
point focalized vibration isolators to virtually eliminate vibration. Includes hour meter, 
electric start and fuel tank. $15,90151006
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Theatrical LightingOptions

Electrical Options

$3,22242205

receptacle and breaker panel capacity upgrade includes Standard Electrical plus 
the following:
Ÿ Main Breaker and four (4) additional 20 amp panel mounted circuit breakers
Ÿ  Three (3) receptacles mounted in canopy, (1) on each truss at hitch end
Ÿ Two (2) Duplex receptacles mounted in canopy rear on two (2) circuits
Ÿ  Power cord, upgrade to 50'6/4 W.

Electrical Upgrade
Package #1

$20640030additional 120VAC/20 amp. duplex electric receptacle.  (each)Electric Receptacle

$1,27351007

Upgrade from standard breaker panel box. - Single phase, 3 pole, 4 wire, 16 circuits, 6 
single pole breakers, copper bus, 120/240 Volts AC.  Suitable for use for performers 
with larger powered sound equipment.  Replaces standard 110V/60hz electrical 
system.

220V/200 AMP
Panel Box

42018 $6,956

PRO-1 PROFESSIONAL LED LIGHTING PACKAGE - Versatile (8) LED fixture 
lighting system visually enhances and balances your performances. Rugged outdoor-
rated LED light fixtures attach to stage canopy light support bars. Flexible mounting 
options allow custom placement. Programable DMX Control Console. Control up to 
192 DMX channels, Control up to 12 separate intelligent lights with up to 16 DMX 
channels per fixture. Record up to 6 programmable chases with separate fade times 
and step speeds. DMX-512, 3 pin XLR signal. Built-in Microphone for chase step 
activation. DC 9V-12V

Ÿ (8) Outdoor rated 7P (RGBAW UV) LED PAR fixtures, automated
programs, pulse and strobe effects, XLR 3-Pin DMX input and output, Power
Twist Tr1 IP65 current input/output, 100 - 240 V at 50/60 Hz, Max power
consumption: 64W. Black diecast aluminum housing, 19.5” L x 10.08” W x
6.37” H, 7.5 lbs. Ea.

Ÿ (8) Fixture clamps for 50mm Tubing, Max Load Capacity 100kgs - 220 lbs.
TUV Approved.

Ÿ (7) 5ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable
Ÿ (2) 50ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable
Ÿ (7) 5ft Power Cables IP65 Rated 3-Pin DMX XLR Cable
Ÿ (8) Steel Safety cables 24-inch Steel Cable, 60 lbs/25kg. weight rating.

Professional
Package #1

7kW Generator

8kW Generator

12kW Generator
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Theatrical LightingOptions

42019 $12,191

PRO-2 PROFESSIONAL LED LIGHTING PACKAGE - Versatile (16) LED fixture 
lighting system visually enhances and balances your performances. Rugged outdoor-
rated LED light fixtures attach to stage canopy light support bars. Flexible mounting 
options allow custom placement. Programmable DMX Control Console. 12 Fixtures x 
32 DMX Channels, 240 programmable scenes, 8 channel faders x 4 channel banks. 
Individual speed and fade time faders, 12 programmable chases, Tap Sync button, 
Built-in microphone, Fog machine input and trigger button, blackout button. 12 vdc AT 
500 mA.

Ÿ (16) Outdoor rated 12 x 12 W (RGBAW UV) LED PAR fixtures, automated
programs, 6 DMX Modes: 6, 6+, 9, 9+, 10 & 12-channel. 63 built-in Color
Macros, pulse and strobe effects, XLR 3-Pin DMX input and output, Power
Twist Tr1 IP65 current input/output, 100 - 240 V at 50/60 Hz, Max power
consumption: 64W. Black diecast aluminum housing, 11.75” L x 7.85” W x
10.5” H, 10.5 lbs. Ea.

Ÿ (16) Fixture clamps for 50mm Tubing, Max Load Capacity 100kgs - 220 lbs.
TUV Approved.

Ÿ (15) 5ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable
Ÿ (2) 50ft DMX Cables IP65 Rated 3-Pin DMX XLR Cable
Ÿ (15) 5ft Power Cables IP65 Rated 3-Pin DMX XLR Cable
Ÿ (16) Steel Safety cables 24-inch Steel Cable, 60 lbs/25kg. weight rating.

Professional
Package #2

$52840216

simplify theatrical light mounting with 2” OD x 72” pipe that accommodates standard 
light clamps.  Pre mount and wire lights to pipe.  Pipe attaches to canopy trusses and 
light bar.  (lights not included)   Each

6ft Truss Mount
Light Bar

Video OptionsOptions

$5,17542010

electric/motorized screen for outdoor stage theater applications. Ceiling installation. 
Motor in-the-roller design for silent operation and easy access front case panel. 
Electric operation has preset adjustable limit switches to automatically stop the screen 
at the desired viewing level. Available in either 110 and 220 volt models. Includes 
standard control module level, 3-button switch with box and cover plate.  Includes 
wireless remote with up to 50 ft. range.  (1) Projector mounting hardware *(video 
projector not included.)

9’x 16’
Video Screen

EXTERIOR LED FLOOD LIGHTS - provides light for safety and working during set up 
and tear-down.  Lights have a shock-absorbing weatherproof body that will not rust, 
dent, or scratch. Lights are fully adjustable for aiming.  12VDC/3.2 Amps.  Switch 
controlled, self-contained operation provides light when stage is not connected to an 
AC power source. Lights are mounted on stage curbside and hitch end to allow safe 
nighttime loading and towing hook-up. Set of (2) lights $49590929



Sound Options
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$3,45241110

includes:  12-Channel Mixing Console with 12 inputs with internal effects, 12 Input 
channels (6 Mics + 4 Stereo line inputs), 3 band EQ (Ch 1-7/8), 2 band EQ (Ch 
9/10-11/12), 4 busses (Stereo + 2 groups), 1 Aux send + 1 Effect send, 1 Stereo 
Aux return, SPX Digital multi effects, XLR Connectors,  (2) Powered Speakers with 
225w amp driving 12” woofer & 75w amp driving 1.75” compression driver. 50hz - 
20kHz frequency range, SPL if 121 db., (2) 50' speaker cables.(2) speaker stands 
with bag, (2)microphone stands w/Telescoping Boom (2) Shure microphones, (4) 
50' Mic Cables

Pro-Sound
System #1

$5,32341111

includes:  16-Channel Mixing Console with 16 input channels (10 Mics + 4 Stereo 
line inputs), 3 band Mid-sweep EQ (Ch 1-8), 3 band EQ (Ch 9/10-15/16), 6 
busses (Stereo + 4 groups), 2 Aux sends + 1 Effect send, 1 Stereo Aux return, SPX 
Digital multi effect, XLR Connectors, (2) sound speakers  with Bi-amplified 12" 
cone type woofer and 1.75" compression driver, total output power up to 400 watts 
(LF: 300 watts, HF: 100 watts burst.), input level range from -36 dB to +4 dB 
accepts mixer and microphone  output, (2) speaker stands, (4) microphone stands, 
(4) hand microphones W/switch (6) 50' mic. cables

Pro-Sound
System #2

$8,95441112

Includes:  24-Channel mixing console. 16 Mic Inputs with 48V Phantom Power and 
HPF per channel, 24 Line Inputs (16 mono and 4 stereo), 6 AUX Sends + 2 FX 
Sends,4 GROUP Buses + ST Bus, 2 Matrix out, 1 Mono out.  
(1) 3200 W power amplifier - independent sweepable high-pass and low-pass
filters on each channel. (4)  weatherized sound speakers with high-impact
polypropylene enclosure. High sensitivity, 131 dB maximum SPL. Power handling:
600 W continuous, 2400 W peak  (1) CD player with USB port on front panel for
iPod and other devices.  CD-R/RW disc playback compatibility. MP3 and WMA
compatibility,  (4) speaker stands, (2) microphone stands, (2) hand microphones
W/switch (2) 25' speaker cables, (2) 50' speaker cables (2) 50' mic. cables

Pro-Sound
System #3

$18,74641113

Includes 16 channel mixing console with (16) line inputs (mono & stereo), active 
speaker system with (2) 2000W powered compact column-array speaker with two 
double satellites and two single satellites and 15” powered subwoofer module, (2) 
cardioid microphones, (2) microphone stands with boom, (4) cables (2) array and 
(2) subwoofer transport cases.

Compact Touring
Sound System #4

$22,81741114

Adaptable system offers the choice to fly or stack the speakers as desired.  
Includes 16 channel mixing console with (16) line inputs (mono & stereo), active 
speaker system with (4) suspended two-way speakers with 900W amplifier, (4) 
subwoofer with 1000W amplifier, (2) cardioid microphones, (2) microphone stands 
with boom, (6) cables.

Live Venue
Sound System #5

$90790957

telescoping speaker hanging beams cantilever hanging speakers off left and right side 
of roof canopy.  Speaker support beams retract into canopy during stage transport and 
storage.  800 lb maximum speaker weight each side.

Telescoping 
Speaker Support 
Beam Package




