TAGE

PLATFORM

MOBILE PERFORMANCE
PLATFORM STAGES

Mobile Performance Platforms offer elevated outdoor staging with quick,
hydraulically powered, one-person setup. Outdoor, all-weather components are
used throughout. Platform may be set up as a 24 foot deep stage or 15 foot deep
stage with an 8-1/2 foot high back drop. When folded for road transport, the
Platform can be used to transport stairs, tables, chairs and equipment.

STANDARD PERFORMANCE PLATFORM FEATURES

© 18” Deep Steel Channel Frame All galvanized steel components.

© Removable Towing Tongue Pintle ring (ball couplet is optional and safety chains.

© Leveling/Support Jacks 25,000 Ib capacity each, adjust to unlevel ground.

© Tandem Axle Suspension with four (4) wheel electric brakes and highway rated tires.

© Aluminum Platform Deck smooth continuous, all-weather stage deck formed with
interlocking structural aluminum sections. Platform surface has non-skid pattern.

© Guard Rails provided along entire rear folding section.

© Hydraulically Actuated Stage Wings allow easy, one-person operation. Has self-
contained 12VDC system and charger.

© Aluminum Stairs 47” wide, diamond plate treads, fully enclosed risers, handrails, and
adjustable legs. Stairs shall meet ADA Code.

©® Highway Light Package Includes marker and signal lights, reflectors, license plate
bracket, cable and connector.

PRIGE LIST

2020

DETAILED BID SPECIFICATIONS AVAILABLE ON REQUEST

MODEL DECK SIZE PRICE
MPP2416 24’ X 16’ $36,859
MPP2424 24’ X 24 $50,800
MPP2432 24’ X 32’ $52,850
MPP2440 24’ X 40° $60,477




OPTIONS AND ACCESSORIES

EXTRA PROTECTION PACKAGES upgrade for highly corrosive climates all-steel frame
members shall be hot dipped galvanized for best possible corrosion protection and long life.
Package also includes anodized perimeter stage rail, galvanized deck hinges, stainless steel
screws, and pump compartment and control panel hinges.

« MPP2416 10216 $1,288
« MPP2424 10224 $1,464
« MPP2432 10230 $1,827
* MPP2440 10240 $2,439

60” EQUIPMENT STORAGE LOCKER provides secure storage for equipment in a large

weather-tight compartment. Locker door is attached to frame by concealed hinge and is secured

by large stainless steel “D” ring latch with keyed lock. Compartmentdoor is weather sealed.

60”"Lx20"Hx 25" D. 10235 $1,234

HYDRAULIC HITCH JACK upgrade the standard tongue jack to a push-button 16,000Ib
capacity hydraulically operated jack, permitting fast, easy, safe disconnection from the tow
vehicle. 84444 $2,154

PLATFORM ELECTRICAL PACKAGE #1 includes 50’ 10/3W power entry cord with 110V plug
and an outdoor weather-capped GFIl receptacle at each end of stage. 110V/15Amps.
40035 $1,213
PLATFORM ELECTRICAL PACKAGE #2 includes 50’ 10/3W power entry cord with 110V plug,
125Amp panel and four (4) outdoor GF| weather-capped duplex receptacles mounted one (1) at
each corner of the stage, 110V/15Amps. 40037 $2,454

PLATFORM ELECTRICAL PACKAGE #3 includes 50’ 6/4W power cord, twist lock power
connector, 125 Amp panel and eight (8) outdoor GF| weather-capped duplex receptacles, one (1)
located at each corner of the frame, 220V/50 Amps. 40038 $6,853

INCREASED DECK HEIGHT MECHANICAL 46” TO 60” includes swivel crank-adjustable
mainframe jacks, adjustable aluminum tread plate stairs for varying heights from 48” to 60”. 90500 $2,135

INCREASED DECK HEIGHT HYDRAULIC POWERED 48” TO 60” includes swivel hydraulic-
powered adjustable mainframe jacks, remote control pendant with 25’ cord, and adjustable
aluminum tread plate stairs for varying heights from 48” to 60”. 90501 $10,667

TWO WAY POWERED HYDRAULIC DECK UPGRADE adds to the powered up-folding decks
by powering down the folding stage decks into performance mode. Replaces standard bleed
down folding decks. 90503 $3,572

15’ TALL BACKDROP easily removable panel backdrop provides uniform background surface
for performers and an even lighting surface. Backdrop is removable in sections for transport and
storage. Includes storage rack that fits on stage for transport.

. MPP2424 90401 $7,866
« MPP2432 90402 $9,404
« MPP2440 90403 $11,967
8’x 8’ ALUMINUM VINYL LOGO attached to optional removable 15’tall backdrop 90450 $4,566

48” TALL DECORATIVE STAGE SKIRT encloses lower portion of fold-down stage deck.
Includes Boucle Skirt constructed of 100% synthetic fiber for maximum weather ability, mildew
resistance, soil resistance, easy care and handling. Skirts are fire retardant. Skirt base is
weighted to reduce blowing in the wind. Skirt color will be customer’s choice.

« 48’ Tall, MPP2416, 56’ Length 56064 $2,118
« 48 Tall, MPP2424, 72’ Length 56061 $2,713
+ 48’ Tall, MPP2432, 80’ Length 56062 $3,165
+ 48’ Tall, MPP2440, 88’ Length 56063 $3,465

60” TALL DECORATIVE STAGE SKIRT encloses lower portion of fold-down stage deck.
Includes Boucle Skirt constructed of 100% synthetic fiber for maximum weather ability, mildew
resistance, soil resistance, easy care and handling. Skirts are fire retardant. Skirt base is
weighted to reduce blowing in the wind. Skirt color will be customer’s choice.

- 60" Tall, MPP2424, 72’ Length 56071 $3,265
- 60" Tall, MPP2424, 80’ Length 56072  $3,303
- 60" Tall, MPP2424, 88' Length 56072  $3,605

Century Industries 812/246-3371 www.centuryindustries.com



OPTIONS AND ACCESSORIES

7,000 WATT ENCLOSED GENERATOR PACKAGE gasoline fueled generator is fully enclosed
in a locking frame mounted exterior compartment with sound proofing for extra quiet operation.
Includes hour meter, electric start, and fuel tank. Built-in generator is always on board when
needed and does not need to be lifted on and off stage deck. 51002 $10,199

DECK-MOUNTED TIE DOWNS concealed tie-downs are flush mounted in center stage deck.
Cargo straps hook to tie-down chains to secure cargo during transport. Six (6) tie-downs can be
installed on FR4524 and FR4532 model stages. Up to eight (8) tie-down can be installed on
FR4540 model stages. Price set of six (6) 11003 $696

PREMIUM 4’ X 8’ ALL WEATHER EXTENSION SECTIONS constructed of structural aluminum
deck with a non-skid pattern. Sections shall attach to each other, to stage deck perimeter, and
shall accommodate portable stairs. Free-standing extension sections are supported by four (4)
adjustable legs, permitting height adjustments. includes three (3) connector clamps per section.
1501Ibs. Ea. 10202  $1,224

4’ GUARDRAILS clamp -on, guardrail attaches to stage deck or extension section perimeter.
Protection provided by three (3) all-weather aluminum rails per section, top rail 42” above deck. 10201-4 $781

8’ GUARDRAILS clamp -on, guardrail attaches to stage deck or extension section perimeter.
Protection provided by three (3) all-weather aluminum rails per section, top rail 42” above deck. 10201-8 $1,042

HANDICAP ACCESS LIFT installed at the back stage door, always available and readily
accessible, lift provides wheel chair accessibility from ground level to stage deck level. Lift is
hydraulically actuated and is controlled by a remote pendant with a 6ft cable. Lift platform is 45”
long x 30” wide, and features a slip resistant surface. Lift platform stows inside the rear door and
is supplied with a gray cover. Liftcapacity is 700Ibs. 10209 $8,959

PREMIUM STAIR UPGRADE upgrade from painted steel to welded 1/8” and 3/16” aluminum

plate stairs for lighter weight and rust-free corrosion resistance. Adjustable footpads shall be

provided at the bottom of stairs to accommodate uneven ground. Stairs shall attach to movable

stage sections and to all sides of the main folding stage deck. Removable handrails shall be

anodized aluminum. Stairs shall have fully enclosed risers between threads.

36" Wide stair. (Qty 2) 10208 $1,137
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OPTIONS - SOUND SYSTEMS

PRO-SOUND SYSTEM #1 - (1) 12-Channel Sound Mixer Console features a versatile all-in-one
console that can handle up to 12 inputs with internal effects. 12 Input channels (6 Mics + 4 Stereo
line inputs0, 3 Band EQ (Ch 1-7/8), 2 Band EQ (Ch 9/10-11/12), 4 Busses (Stereo + 2 groups), 1
Aux send + 1 Effect send, 1 Stereo Aux return, SPX Digital multi effects, XLR Connectors, Light
weight (3.2 kg) (2) Sound Speakers are 225W amp to power the 12” woofer and a 75W amp to
power the 1.75” compression driver. With a frequency range of 50Hz to 20kHz and a max SPL of
121dB. Equipped with a 2-band EQ. The powered subwoofer has a built in high pass filter, (2) 50’
Speaker cables, (2) Sound Speaker stands, Set of Two with bag. (2) Microphone stands with

telescoping boom. (2) Shure Microphones, (4) 50’ Mic Cables. 41110 $3,452

PRO-SOUND SYSTEM #2 - (1) 16-Channel Sound Mixer Console, 6 buses, and all the
outstanding digital effects you’ll need built-in. 16 Input channels (10 Mics + 4 Stereo line inputs),
3 Band Mid-sweep EQ (Ch 1-8), 3 Band EQ (Ch 9/10-15/16), 6 busses (Stereo + 4 groups), 2 Aux
sends + 1 Effect send. 1 Stereo Aux return, SPX Digital multi effect, XLR Connectors, Light weight
(5.5kg), Rack Mountable, (2) Sound Speakers Bi-amplified 12” cone type woofer and 1.75”
compression driver deliver total output power of up to 400 watts (LF: 300 watts, HF: 100 watts
burst. Input level range from -36dB to +4 dB accepts output from your mixer as well as
microphones, synthesizers, or other electronic musical instruments. (2) Tripod Speaker Stands,
Min/Max Height 48/81 inches (1212/2057mm) (4) Microphone Stands, Min/Max Height: 6/99

Inches (152/2515mm) (4) Hand Microphones W/Switch (6) 50’ Mic Cables. 41111 $5323

PRO-SOUND SYSTEM #3 - (1) 24-Channel Premium Mixing Console. 16 Mic inputs with 48V
Phantom Power and HPF per Channel, 24 Line inputs (16 Mono and 4 Stereo), 6 AUX Sends +
2FX Sends, 4 GROUP Buses + ST Bus, 2 Matrix out, 1 Mono out. (1) Power Amplifier delivers
3200 watts. Independent sweepable high-pass and low-pass filters on each channel so you can
optimize output for subwoofer or full range systems. (4) Weatherized Sound Speakers with high-
impact polypropylene enclosure. Up to four anchor-plate attachments. High sensitivity, 131 dB
maximum SPL. Power handling: 600 W continuous, 2400 W peak (1) CD player features USB
port on front panel for iPod and other devices. iPod compatibility. CD-R/RW disc playback
compatibility. Mp3 and WMA compatibility with numerous convenient playback functions. (4)
Tripod Speaker Stands, Min/Max Height: 48/81 inches (1219/2057mm) (2) Microphone Stands,
Min/Max Height: 6/99 Inches (152/2515mm) (2) Hand Microphones W/Switch (2) 25’ Speaker
Cables (2) 50’ Speaker Cables (2) 50’ Mic. Cables. 41112 $8,954

PRO-SOUND #4 (Compact Touring Sound System) - Includes 16 channel mixing console

with (16) line inputs (mono & stereo), active speaker system with (2) 2000W powered

compact column-array speaker with two double satellites and two single satellites and 15”

powered subwoofer module, (2) cardioid microphones, (2) microphone stands with boom, (4)

cables (2) array and (2) subwoofer transport cases. 41113 $18,746
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