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Data sheet 
Cleaning method BeachTech Sweepy hydro 

  sand screening through vibrating 

Engine   
 

Robin / Subaru 
9.1 HP / 6.6 kW  

4-stroke, gasoline engine 
Drive                                      

  stepless forwards and reverse 
Steering   

 „Turnaround“ active steering hydrostatic 

Mesh widths   

  Standard* 12 x 28 mm; 10 x 20 mm 

Dimensions  Metric US 
length  2,650 mm 8‘8“ 
width                                      1,195 mm 3‘11“ 
 working width 1,050 mm 3‘5“ 

height handlebar  height adjustable 
600 mm to 
1,300 mm 

1‘12“ to  
4‘3“ 

Wheels   

  23 x 10.50 -12AS 

Weight    
 tare (net) ca. 395 kg 871 lbs 
Performance    
 ground coverage up to ** 4.200 m²/h 45 sq.ft./h 
Working depth     
  max. 76.2 mm 3“ 
Speed    
 working speed** 6.5 km/h 4 mph 

 Driving speed 
8 km/h fwd. /  

4 km/h rev. 
5 mph fwd. / 2.5 
mph rev.  

Capacity     
 extricable collecting container 44 l 11.6 gallon 

 additional containers 36 l 9.5 gallon 
 total 80 l 21.1 gallon 

* further mesh on demand; ** depending on beach conditions  


