
 Technical Specification
  (from series 2019 on)

5500



Data sheet
BeachTech 5500

Cleaning method BeachTech 5500
screening technique with oscillating screen 
and loading paddles

Engine
type Deutz
number of cylinders 4
intake system turbocharger
power 55 kW / 74 hp @ 2300 rpm
capacity 178 cubic inch
emission standards EU Stage III B; EPA Tier 4 F

Drive
hydrostatic all-wheel drive with 3-wheel 
design

Dimensions
length
width

height

turning radius

18'1"
with standard wheels 8'
working width 5'
finisher 9'2"
vehicle (rotating beacon) 7'11"
when unloading hopper 0 to 8'6"

zero turn

Tires
low pressure tires 500/50 x 17

Weight
net weight 10031 lbs
gross weight limit* 12345 lbs

Tank capacity
diesel 21 gallons
hydraulic oil 19.8 gallons 

Sound energy
at 2600 1/min under directive ISO 4254-1:2008 at driver’s seat 79 db(A)

Performance
ground coverage up to 5.44 acres/h

Working depth
up to** 6"

Capacity
hopper 2 cubic yards

Speed
max. working speed** 9 mph
traffic* 9 mph

Tel.:  (770) 386-6984  
Email: info@beach-tech.com 

www.beach-tech.com

Specifications *according to local traffic; **depending on nature of the ground; Optional road licensing, according to local traffic regulations, possible.

Dealer stamp

The possibility of changes to the product after the editorial closing date for this publication cannot be ruled out.




